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1. Discussion

· Band 5 and 6 additional operating band unwanted emission limits for E-UTRA bands <1GHz are specified in Table 6.6.3.2-11 of TS 36.104[1]. 
· Reasoning for FCC limits for the first MHz adjacent to the channel bandwidth is given in R4-071109 [2].
· FCC emission rules are specified in FCC Code of Federal Regulations (CFR) Title 47, Part 22.917 [3]. 
Table 6.6.3.2-11 of [1] specifies tighter requirements for BW options 15 MHz and 20 MHz in offsets <1 MHz than offsets greater than 1 MHz. For offsets >1 MHz requirement is -13 dBm@100 kHz. For offsets <1 MHz the requirement is -15 dBm@100 kHz for 15 MHz BW option and -16 dBm@100 kHz for 20 MHz BW option. FCC regulations [3] specify the measurement procedure as follows:
“    (b) Measurement procedure. Compliance with these rules is based on 

the use of measurement instrumentation employing a resolution bandwidth 

of 100 kHz or greater. In the 1 MHz bands immediately outside and 

adjacent to the frequency block a resolution bandwidth of at least one 

percent of the emission bandwidth of the fundamental emission of the 

transmitter may be employed. A narrower resolution bandwidth is 

permitted in all cases to improve measurement accuracy provided the 

measured power is integrated over the full required measurement 

bandwidth (i.e. 100 kHz or 1 percent of emission bandwidth, as 

specified).”

FCC regulations therefore allows the use of 100 kHz measurement BW in the adjacent 1 MHz bands.
2. Conclusion
It is proposed to specify additional operating band unwanted emission limits for E-UTRA bands <1GHz as shown in the Annex A. 
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6.6.3.2
Minimum requirements (Category B)

For E-UTRA BS operating in Bands 5, 6, 8, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2-1 to 6.6.3.2-5:

--- THE MODIFIED SECTION ---
In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 5, 6, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2-11.

Table 6.6.3.2-11: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	1.6 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-15 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	3.2 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	1.4 MHz

1.6 MHz

3 MHz

3.2 MHz

5 MHz

10 MHz

15 MHz

20 MHz
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz
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