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1.
Introduction
Optimized frame structure for TDD has been approved in RAN1#51 and subsequent RAN#38 meeting. According to the conclusion of RAN#38, 1.6 and 3.2MHz bandwidth should be removed from the RAN4 specifications following the harmonisation of TDD mode. 

This documents gives text proposal for changes related to TDD frame structure optimization for 36.141[1].

2. References

[1] R4-080004,” TS 36.141 E-UTRA Base Station (BS) conformance test v 0.1.0” 
3.
Text proposal
===================== start text proposal ========================

Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Maximum output Power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

Mean power: When applied to E-UTRA transmission this is the power measured in the channel bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms), unless otherwise stated.

Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.
Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Reference bandwidth: The bandwidth in which an emission level is specified.

RRC filtered mean power: The mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0.246 dB lower than the mean power of the same signal.

Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

<Next Changed Section>
A.1
Fixed Reference Channels for reference sensitivity and in-channel selectivity (QPSK, R=1/3)

The parameters for the reference measurement channels are specified in Table A.1-1 for reference sensitivity and in-channel selectivity

Table A.1-1 FRC parameters for reference sensitivity and in-channel selectivity
	Reference channel
	A1-1
	A1-2
	A1-3
	A1-4
	A1-5

	Allocated resource blocks
	6
	15
	25
	3
	9

	DFT-OFDM Symbols per subframe
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	568
	1416
	2344
	288
	856

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	0
	0
	0
	0
	0

	Number of code blocks - C
	1
	1
	1
	1
	1

	Coded block size including 12bits trellis termination (bits)
	1788
	4332
	7116
	948
	2652

	Total number of bits per sub-frame
	1728
	4320
	7200
	864
	2592

	Total symbols per sub-frame
	864
	2160
	3600
	432
	1296

	Maximum throughput [kbps]
	568
	1416
	2344
	288
	856


	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


A.2
Fixed Reference Channels for dynamic range (16QAM, R=2/3)

The parameters for the reference measurement channels are specified in in Table A.2-1 for dynamic range.

Table A.2-1 FRC parameters for dynamic range
	Reference channel
	A2-1
	A2-2
	A2-3

	Allocated resource blocks
	6
	15
	25

	DFT-OFDM Symbols per subframe
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM

	Code rate
	2/3
	2/3
	2/3

	Payload size (bits)
	2280
	5736
	9528

	Transport block CRC (bits)
	24
	24
	24

	Code block CRC size (bits)
	0
	0
	24

	Number of code blocks – C
	1
	1
	2

	Coded block size including 12bits trellis termination (bits)
	6924
	17292
	14412

	Total number of bits per sub-frame
	3456
	8640
	14400

	Total symbols per sub-frame
	864
	2160
	3600

	Maximum throughput [kbps]
	2280
	5736
	9528


	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


===================== end text proposal ========================
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