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1.
Introduction
In document R4-080033, the gap length for E-UTRA TDD monitoring inter-frequency E-UTRA TDD systems and LCR TDD systems was discussed. From the discussions available up to now, it can be concluded that 6ms gap length can be used for following scenarios:

· E-UTRA TDD UE monitors inter-frequency E-UTRA TDD cells

· E-UTRA TDD UE monitors LCR TDD cells

· E-UTRA TDD UE monitors GSM cells

· E-UTRA TDD UE monitors E-UTRA FDD cells

· E-UTRA TDD UE monitors UTRA FDD cells

· E-UTRA FDD UE monitors E-UTRA TDD cells

· E-UTRA FDD UE monitors LCR TDD cells

That is 6ms gap length can be used for E-UTRA FDD/TDD to monitoring all inter-frequency E-UTRA FDD/TDD systems, and 3GPP systems except UTRA HCR TDD.

The document presents the text proposal for modification of 8.1.2.1 in TR36.133.
2.
Text proposal
===================== start text proposal ========================
8.1.2.1
UE measurement capability

If the UE requires transmission gaps to identify and measure inter-frequency and/or inter-RAT cells, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single transmission gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs.

For GERAN, UTRA FDD , UTRA 1.28Mcps TDD, and LTE monitoring, [6ms] gap durations are sufficient. A longer gap duration of [TBD]ms shall be used only when there is a need to monitor any other radio access technologies for which a [6ms] gap is insufficient.

The requirements in section 9 are applicable for a UE performing measurements according to this section.
===================== end text proposal ========================
3.
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