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1. Introduction

This document presents ideal and practical simulation results according to [1]. Results are presented in Table 1 and Figure 1.
2. Simulation Results

Table 1 Ideal results.

	QPSK, Type2

	Ior/Ioc
[dB]
	Tput
[Mb/s]
Ideal
	Tput
[Mb/s]
Practical

	3
	1,4982
	 

	4
	1,7835
	 1,478

	5
	1,9892
	 

	6
	2,1813
	 

	
	
	

	QPSK, Type 3

	Ior/Ioc
[dB]
	Tput
[Mb/s]
Ideal
	Tput
[Mb/s]
Practical

	3
	2,9188
	 

	4
	3,3593
	 2,657

	5
	3,7766
	 

	6
	4,1647
	 

	
	
	

	16QAM, Type 2

	Ior/Ioc
[dB]
	Tput
[Mb/s]
Ideal
	Tput
[Mb/s]
Practical

	6
	1,4296
	 

	8
	2,211
	 1,712

	10
	2,9258
	 

	
	
	

	16QAM, Type3

	Ior/Ioc
[dB]
	Tput
[Mb/s]
Ideal
	Tput
[Mb/s]
Practical

	6
	3,7563
	 

	8
	4,6463
	 3,451

	10
	5,7466
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Figure 1 Ideal results
[1] 2. R4-072228, Agreed simulation assumptions for 15 code requirements for 16QAM/QPSK, Vodafone



































































































































































































