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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACPR
Adjacent Channel Power Ratio

BER
Bit Error Ratio

BLER
Block Error Ratio

BS
Base Station

CW
Continuous wave (unmodulated signal)

CFN
Connection Frame Number

CPICH
Common Pilot Channel

DL
Downlink (forward link)
DOB
Downlink Only Broadcast
DPCH
Dedicated Physical Channel

DRX
Discontinuous Reception

EIRP
Equivalent Isotropic Radiated Power

FDD
Frequency Division Duplex

MBSFN
MBMS over a Single Frequency Network
OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a Forward link.

P-CCPCH
Primary Common Control Physical Channel

PICH
Paging Indicator Channel
PIN
Personal Identification Number

PLMN
Public Land Mobile Network

PPM
Parts Per Million

RRM
Radio Resource Management

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSSI
Received Signal Strength Indicator

SCH
Synchronization Channel consisting of Primary and Secondary synchronization channels

SFN
System Frame Number

SIR
Signal to Interference ratio

TDD
Time Division Duplex

TPC
Transmit Power Control

UE
User Equipment
UL
Uplink (reverse link)

UTRA
UMTS Terrestrial Radio Access

******************** Next changed section********************
4.3
MBSFN cluster selection for carriers dedicated to MBSFN and MBSFN DOB 

4.3.1
Introduction

UEs supporting MBSFN services may search for and select an appropriate MBSFN cluster according to [18]. No test requirements are specified.

4.4
MBSFN cluster reselection for carriers dedicated to MBSFN and MBSFN DOB 

4.4.1
Introduction

UEs supporting MBSFN services employ MBSFN cluster reselection procedures in order to identify and select a more suitable MBSFN cluster on which to camp on (and to possibly receive service from) according to [18]. No test requirements are specified.
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