TSG-RAN Working Group 4 (Radio) meeting #46

       
         R4-080220
Sorrento, Italy, 11 – 15 February 2008
Agenda item:
6.1.2.4
Source: 
NEC 
Title:      
PDSCH simulations results with receiver impairments
Document for:
Information & Discussion 
1 Introduction
This document presents PDSCH simulation results with receiver impairments, based on agreed simulation assumptions in [1]. 

2 Simulations Results

Table 1: PDSCH simulations results with receiver impairments

	Simulation Number
[1]
	Description
	Correlation Matrix
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	Sim45.17
	SIMO 10MHz QPSK 1/3 EVA5Hz
	Low
	70%
	-1.0

	Sim45.18
	SIMO 10MHz QPSK 1/3 ETU70Hz
	Low
	70%
	-1.0

	Sim45.19
	SIMO 10MHz QPSK 1/3 ETU300Hz
	Low
	70%
	-1.0

	Sim45.20
	SIMO 10MHz 16QAM 1/2 ETU70Hz
	Low
	30%
	1.0

	Sim45.21
	SIMO 10MHz 16QAM 1/2 ETU70Hz
	Low
	70%
	7.0

	Sim45.22
	SIMO 10MHz 16QAM 1/2 ETU300Hz
	High
	70%
	8.5

	Sim45.24
	Transmit Diversity 16QAM 1/2 EVA5Hz
	Medium
	70%
	6.7


3 References

[1] R4-072182, UE demodulation simulation assumptions, Motorola
































































































_1256036534.unknown

