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1. Introduction
This document contains a text proposal with some corrections to TS 36.133, recently approved in the RAN plenary. Most of the proposed changes are editorial.
The only significant change has been the deletion of section 4.2.2.9 ‘Neighbour Cell Lists’. This section has been replaced by relevant paragraphs located on each relevant section describing neighbour cell monitoring requirements for both RRC_CONNECTED and RRC_IDLE. For example, E-UTRA intra-frequency monitoring list requirements are now located in sections 4.2.2.3 and 8.1.2.2, which contain E-UTRA intra-frequency requirements for RRC_IDLE and RRC_CONNECTED.
NOTE: For inter-frequency measurements the relevant text on the neighbour cell list has been modified and it no longer mentions that the carrier bandwidth is being signalled since there has still not been an agreement within RAN4 on this matter.

2. Text proposal

===============  Start Text Proposal  =================
1
Scope
The present document specifies requirements for support of Radio Resource Management for the FDD and TDD modes of [Evolved UTRA]. These requirements include requirements on measurements in UTRAN and the UE as well as requirements on node dynamical behaviour and interaction, in terms of delay and response characteristics.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]


3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

3.4
Test tolerances
4
E-UTRAN RRC_IDLE state mobility
4.1
Cell Selection

After a UE has switched on and a PLMN has been selected, the Cell selection process takes place, as described in TS36.304. This process allows the UE to select a suitable cell where to camp on in order to access available services. In this process the UE can use stored information (Stored information cell selection) or not (Initial cell selection).
4.2
Cell Re-selection

4.2.1
Introduction

The cell reselection procedure allows the UE to select a more suitable cell and camp on it.

When the UE is in either Camped Normally state or Camped on Any Cell state on a FDD cell, the UE shall attempt to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell. For intra-frequency and inter-frequency cells the serving cell may not provide explicit neighbour list but carrier frequency information and bandwidth information only. UE measurement activity is also controlled by measurement rules defined in TS36.304, allowing the UE to limit its measurement activity.
4.2.2
Requirements
[Editor’s Note: Requirements for multiple Tx antennas are still FFS. So far only 1Tx antenna case has been considered.The number of Tx antennas and possibly CP length may need to be provided per frequency layer. Details are FFS. Low mobility and high mobility requirements are still FFS]
4.2.2.1
Measurement and evaluation of cell selection criteria S of serving cell

The UE shall measure the RSRP level of the serving cell and evaluate the cell selection criterion S defined in [36.304] for the serving cell at least every DRX cycle. The UE shall also evaluate “out of service area” criteria defined in [TBD] at least every DRX cycle. Note: the “out of service” criteria are still FFS.
The UE shall filter the RSRP measurements of the serving cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by, at least [Nfilter intra *DRX cycle] (see table X.Y).

If the UE has evaluated in Nserv consecutive DRX cycles that the serving cell does not fulfil the cell selection criterion S, the UE shall initiate the measurements of all neighbour cells indicated by the serving cell, regardless of the measurement rules currently limiting UE measurement activities.
4.2.2.3
Measurements of intra-frequency E-UTRAN cells

The UE shall be able to identify new intra-frequency cells and perform RSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour containing physical layer cell identities.
The UE shall be able to identify a new detectable intra-frequency cell within TBD. Note: the requirement may be DRX cycle dependent. The UE shall measure RSRP at least every Nintra*DRX cycle (see table X.Y) for intra-frequency cells that are identified and measured according to the measurement rules. 
The UE shall filter RSRP measurements of each measured intra-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, [at least two measurements] shall be spaced by at least [Nfilter intra *DRX cycle]. 
4.2.2.4
Measurements of inter-frequency E-UTRAN cells

[Editor’s note : The RAN2 measurement rules for inter frequency are still to be clarified .  It is assumed that the following parameter is defined : Threshserving_high : Threshold for the LTE serving cell when the UE initiates measurements, or increases the measurement rate (in the case of high to low priority reselection) on a different E-UTRA frequency layer. This section should be reviewed and updated once more detailed measurement rules are defined by RAN2.]

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Threshserving_high then 
· the UE may not search for, or measure inter-frequency or inter-RAT layers of equal or lower priority.

· the UE shall search for and measure inter-frequency layers of higher priority. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life. Details are still FFS.

If the RSRP of the E-UTRA serving cell is less than or equal to Threshserving_high,x then the UE shall search for and measure inter-frequency layers of higher, equal or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced.
The UE shall be able to identify a new detectable inter-frequency cell within Kcarrier *TBD if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells. The parameter Kcarrier is the number of E-UTRA inter-frequency carriers indicated by the serving cell. Note: the requirement may be DRX cycle dependent. The UE shall measure RSRP at least every Kcarrier *Ninter DRX cycle (see table X.Y) for identified inter-frequency cells. 
The UE shall filter RSRP measurements of each measured inter-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least least [Nfilter inter *DRX cycle].
4.2.2.5
Measurements of inter-RAT cells

[Editor’s note : The RAN2 measurement rules for when inter frequency or inter RAT measurements are still to be clarified .  It is assumed that the following parameter is defined : Threshserving_high : Threshold for the LTE serving cell when the UE initiates measurements, or increases the measurement rate (in the case of high to low priority reselection) on a different E-UTRA frequency layer, or RAT. This section should be reviewed and updated once more detailed measurement rules are defined by RAN2.]

If the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Threshserving_high then 
· the UE may not search for, or measure inter-RAT layers of equal or lower priority.

· the UE shall search for and measure inter-RAT layers of higher priority. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life. Details are still FFS.
If the RSRP of the E-UTRA serving cell is less than or equal to Threshserving_high,x then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced.

4.2.2.5.1

Measurements of UTRAN FDD cells

[Editor’s note : The text in this section is applicable when the UE is given a UTRA neighbour cell list which contains cell specific scrambling codes and tx diversity status. The appropriate requirements when only a UTRA carrier frequency is given are still to be added in this section.]
[Editor’s note :Clarification on UTRA FDD neighbour cell list requirements should be added]

When the measurement rules indicate that UTRA FDD cells are to be measured, the UE shall measure CPICH Ec/Io and CPICH RSCP of detected UTRA FDD cells in the neighbour cell list at the minimum measurement rate specified in this section. The parameter NUTRA_carrier is the number of carriers used for all UTRA FDD cells in the neighbour cell list. The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured UTRA FDD cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.

The UE shall identify and start to measure newly detectable cells within time (NUTRA_carrier) * TdetectUTRA_FDD except when UTRA FDD is of equal to, or higher priority than the currently selected E-UTRAN frequency layer and the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Threshserving_high. In this case, the UE shall start to measure newly detectable cells within time (NUTRA_carrier) * THIGHER_PRIORITY_SEARCH.
Cells which have been detected shall be measured at least every (NUTRA_carrier) * TmeasureUTRA_FDD except when UTRA FDD is of equal to, or higher priority than the currently selected E-UTRAN frequency layer and the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Threshserving_high,UTRAN_FDD. In this case, the minimum measurement rate is FFS.

Table 4.2.2.5.1-1 gives values of TdetectUTRA_FDD, TmeasureUTRA_FDD and THIGHER_PRIORITY_SEARCH.
Table 4.2.2.5.1-1: TdetectUTRA_FDD, TmeasureUTRA_FDD, THIGHER_PRIORITY_SEARCH
	DRX cycle length [s]
	TdetectUTRA_FDD [s] (number of DRX cycles)
	TmeasureUTRA_FDD [s] (number of DRX cycles)
	THIGHER_PRIORITY_SEARCH [s] (number of DRX cycles)

	TBD
	TBD
	TBD

	TBD
	TBD
	TBD

	TBD
	TBD
	TBD

	TBD
	TBD
	TBD

	TBD
	TBD
	TBD


4.2.2.5.2

Measurements of UTRAN TDD cells
[Editor’s note :UTRA TDD neighbour cell list requirement should be added]

4.2.2.5.3

Measurements of GSM cells
[Editor’s note :GERAN  neighbour cell list requirement should be added]
4.2.2.7
Evaluation of cell re-selection criteria

The UE shall evaluate the intra-frequency cell reselection criteria defined in [TS36.304] at least every Nintra*DRX cycle.
The UE shall evaluate the inter-frequency cell reselection criteria defined in [TS36.304] at least FFS.

The UE shall evaluate the UTRA cell reselection criteria defined in [TS36.304] at least FFS.

The UE shall evaluate the GERAN cell reselection criteria defined in [TS36.304] at least FFS.
4.2.2.8
Maximum interruption in paging reception





5
E-UTRAN RRC_CONNECTED state mobility

5.1
E-UTRAN Handover 
5.1.1
Introduction

5.1.2
Requirements

5.1.2.1
E-UTRAN FDD – FDD 

5.1.2.1.1
Handover delay
Procedure delays for all procedures that can command a handover are specified in TS36.331.

When the UE receives a RRC message implying handover with the activation time "now" or earlier than RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink TBD channel within Dhandover seconds from the end of the last TTI containing the RRC command.

If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink TBD channel at the designated activation time + interruption time.

where:

Dhandover equals the RRC procedure delay to be defined in [TS36.331] plus the interruption time stated in section 5.1.2.1.2.
[Editor’s note : UL Channel used in handover execution is likely to have implications on handover delay ]

5.1.2.1.2
Interruption time
The interruption time is the time between the last frame the UE received the DL PDCCH and the time the UE shall be ready to start transmission of the new uplink [TBD].
If intra-frequency handover is commanded or inter-frequency handover is commanded when the UE does not need measurement gaps to perform inter-frequency measurements, the interruption time shall be less than Tinterrupt1


Tinterrupt1= TSI + TIU+Tsync+[tbd] ms

where


TIU is the interruption uncertainty when changing the timing from the old to the new cell. TIU can be up to TBD.


Tsync is TBD. 

TSI = The time required for receiving all the relevant system information data needed for handover execution according to the reception procedure and the RRC procedure delay of system information blocks defined in [36.331] for an E-UTRAN cell
If inter-frequency handover is commanded and the UE needs measurement gaps to perform inter-frequency measurements the interruption time shall be less than Tinterrupt2

Tinterrupt2 = TSI +TIU+Tsync+[tbd] ms

In the interruption requirement Tinterrupt1 and Tinterrupt2 a cell is known if:

-
the cell has been measured by the UE during the last [5] seconds.
5.2.2.2
E-UTRAN FDD – TDD 

5.2.2.2.1
Handover delay

5.2.2.2.2
Interruption time

5.2.2.3
E-UTRAN TDD – FDD 

5.2.2.3.1
Handover delay

5.2.2.3.2
Interruption time

5.2.2.4
E-UTRAN TDD – TDD 

5.2.2.4.1
Handover delay

5.2.2.4.2
Interruption time

5.3
Handover to other RATs

5.3.1
E-UTRAN - UTRAN FDD Handover

5.3.1.1
Introduction5.3.1.1.1
Handover delay

5.3.1.1.2
Interruption time



5.3.2
E-UTRAN - UTRAN TDD Handover

5.3.2.1
Introduction

5.3.2.1.1
Handover delay

5.3.2.1.2
Interruption time

5.3.3
E-UTRAN - GSM Handover
5.3.3.1
Introduction

5.3.3.1.1
Handover delay

5.3.3.1.2
Interruption time
6
RRC Connection Mobility Control

6.1
RRC Re-establishment

6.2
Random Access

7
Timing and signalling characteristics

7.1
UE transmit timing

7.2
UE timer accuracy

8
UE Measurements Procedures in RRC_CONNECTED State
8.1
General Measurement Requirements 

8.1.1
Introduction

This section contains requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements. These measurements may be used by the E-UTRAN, e.g. for handover decisions. The measurement quantities are defined in TS 36.214, the measurement model is defined in TBD and measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 36.331.
8.1.2
Requirements

8.1.2.1
UE measurement capability

If the UE requires transmission gaps to identify and measure inter-frequency and/or inter-RAT cells, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single transmission gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs.

For GERAN, UTRA FDD, and LTE FDD monitoring, [6ms] gap durations are sufficient. A longer gap duration of [TBD]ms shall be used only when there is a need to monitor any other radio access technologies for which a [6ms] gap is insufficient.

The requirements in section 9 are applicable for a UE performing measurements according to this section.
8.1.2.2
E-UTRAN intra frequency measurements
The UE shall be able to identify new intra-frequency cells and perform RSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour containing physical layer cell identities.
8.1.2.2.1
E-UTRAN FDD intra frequency measurements
8.1.2.2.1.1
E-UTRAN intra frequency measurements when no DRX is used

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within 
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where


Tbasic_identify_E-UTRA_FDD, intra is [800] ms 

A cell shall be considered detectable when 

-
RSRP > -TBD dBm and Ior/( Îinterfering cells+Ioc) > TBD,

-
SCH Îor > -TBD dBm and SCH Îor/(Îinterfering cells+Ioc)  > [- 6] dB.

TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.

TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra frequency measurements is [200] ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of [200] ms. When measurement gaps are activated the UE shall be capable of performing measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
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where


Xbasic measurement FDD =  [8] (cells)


TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.


TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.


Tbasic_identify_FDD, intra = [800] ms. This is the time period used in the intra frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.

The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.

8.1.2.2.1.2

E-UTRAN intra frequency measurements when DRX is used

8.1.2.2.2
E-UTRAN TDD intra frequency measurements

8.1.2.3
E-UTRAN inter frequency measurements

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

8.1.2.3.1
E-UTRAN FDD – FDD inter frequency measurements

8.1.2.3.2
E-UTRAN FDD – TDD inter frequency measurements
8.1.2.3.3
E-UTRAN TDD – FDD inter frequency measurements
8.1.2.3.4
E-UTRAN TDD – TDD inter frequency measurements 
[Editor’s note :UTRA TDD neighbour cell list requirement should be added]

8.1.2.4
Inter RAT measurements
8.1.2.4.1
E-UTRAN FDD – UTRAN FDD measurements
8.1.2.4.1.1
Identification of a new UTRA FDD cell

When explicit neighbour list is provided and no DRX is used the UE shall be able to identify a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when 

-
CPICH Ec/Io > -20 dB,

-
SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

8.1.2.4.1.2
UE UTRA FDD CPICH measurement capability
When transmission gaps are scheduled for UTRA FDD inter RAT measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in Section 9.2 with measurement period given by
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If the UE does not need measurement gaps to perform UTRA FDD measurements, the measurement period for UTRA FDD measurements is 480 ms.

The UE shall be capable of performing UTRA FDD CPICH measurements for Xbasic measurementUTRA_FDD inter-frequency cells per FDD frequency of the monitored set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ UTRA_FDD. 


Xbasic measurement FDDinter = 6

TMeasurement_Period UTRA_FDD = 480 ms. The period used for calculating the measurement period Tmeasurement_UTRA_FDD for UTRA FDD CPICH measurements.


TUTRA_FDD:: This is the minimum time that is available for UTRA FDD measurements , during the period TMeasurement_Period UTRA_FDD  with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by using the measurement gap length of 6ms and assuming 2*0.5 ms for implementation margin.


Tbasic_identify_UTRA_FDD  = 300 ms. This is the time period used in the inter RAT equation where the maximum allowed time for the UE to identify a new UTRA FDD cell is defined.


Tbasic_measurement_UTRA_FDD = 50 ms. This is the time period used in the equation for defining the measurement period for inter RAT CPICH measurements.


NFreq: Number of FDD frequencies indicated in the inter RAT measurement control information.
8.1.2.4.2
E-UTRAN TDD – UTRAN FDD measurements
8.1.2.4.3
E-UTRAN FDD – UTRAN TDD measurements
8.1.2.4.4
E-UTRAN TDD – UTRAN TDD measurements
8.1.2.4.5
E-UTRAN FDD – GSM measurements
[Editor’s note :GERAN  neighbour cell list requirement should be added]
8.1.2.4.6
E-UTRAN TDD – GSM measurements
[Editor’s note :GERAN  neighbour cell list requirement should be added]
9
Measurements performance requirements for UE
One of the key services provided by the physical layer is the measurements used to trigger or perform a multitude of functions. Both the UE and the E-UTRAN are required to perform measurements. The physical layer measurement model and a complete list of measurements is specified in TBD. The physical layer measurements for are described and defined in TS36.214. In this clause for each measurement the relevant requirements on the measurement period, reporting range, granularity and performance in terms of accuracy are specified.

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band. Definitions of each frequency bands can be found in TS 36.101.
The accuracy requirements in this clause are applicable for AWGN radio propagation conditions. 
[Editor’s Note: Requirements for multiple Tx antennas are still FFS. So far only 1Tx antenna case has been considered]
9.1
E-UTRAN measurements 
The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED

-
performing measurements with appropriate measurement gaps as defined in Section 8.1.2.1.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TBD. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the higher layer filtering disabled.

9.1.2
Intra-frequency RSRP Accuracy Requirements
9.1.2.1
Absolute RSRP Accuracy
9.1.2.2
Relative Accuracy of RSRP

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in table 9.1.2.2-1 are valid under the following conditions:

TBD

Table 9.1.2.2-1: RSRP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Bands

	
	
	
	
	Io

	RSRP for Îor/Ioc > 3 dB
	dBm
	( [x] 
	TBD
	TBD

	RSRP for Îor/Ioc > -6 dB
	dBm
	( [x] 
	TBD
	TBD


9.1.3
Inter-frequency RSRP Accuracy Requirements

9.2
UTRAN FDD Measurements

The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED

-
performing measurements according to section 8.1.2.4.1.2 with appropriate measurement gaps

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS25.302. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.

9.2.1
UTRAN FDD CPICH RSCP

Editors note : When  connected to an E-UTRA cell in RRC_Connected state, the measurement accuracy for UTRA CPICH RSCP shall be based on  UTRA Inter frequency measurement accuracy, which is given in 25.133 section 9.1.1.2.

[Requirements to be added]
9.2.2
UTRAN FDD carrier RSSI

When  connected to an E-UTRA cell in RRC_Connected state, the measurement accuracy for UTRA CPICH RSSI shall be based on UTRA Inter frequency measurement accuracy, which is given in 25.133 section 9.1.3.2.

[Requirements to be added]
9.2.3
UTRAN FDD CPICH Ec/No

When  connected to an E-UTRA cell in RRC_Connected state, the measurement accuracy for UTRA CPICH Ec/Io shall be based on UTRA Inter frequency measurement accuracy, which is given in 25.133 section 9.1.2.2.

[Requirements to be added]

9.3
UTRAN TDD Measurements

9.3.1
UTRAN TDD P-CCPCH RSCP
9.3.2
UTRAN TDD carrier RSSI
9.3.3
UTRAN TDD P-CCPCH RSCP

9.4
GSM Measurements
9.4.1
GSM carrier RSSI
10
Measurements Performance Requirements for E-UTRAN

10.1

DL RS TX power 

Annex A (normative):
Test Cases

A.1
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A.2
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A.2.1
Types of requirements in TS 36.133
A.3
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A.4
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Cell Re-Selection

A.4.2.1
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A.4.2.5
E-UTRAN TDD – FDD Inter frequency case
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A.4.3
E-UTRAN to UTRAN Cell Re-Selection
A.4.3.1
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E-UTRAN FDD – UTRAN TDD: 

A.4.3.3
E-UTRAN TDD – UTRAN FDD: 

A.4.3.4
E-UTRAN TDD – UTRAN TDD: 

A.4.4
E-UTRAN to GSM Cell Re-Selection

A.4.5.1
E-UTRAN FDD – GSM: 

A.4.5.2
E-UTRAN TDD – GSM: 

A.5
E-UTRAN RRC CONNECTED Mode Mobility

A.6
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A.7.1
UE Transmit Timing
A.8
UE Measurements Procedures

A.9
Measurement Performance Requirements
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