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7.4.2.2
Minimum requirement for 64QAM

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 8 specified in Annex A.7.1.8. with the addition of the parameters in Table 7.3C and the downlink physical channel setup according to table C.8.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3D.

Table 7.3C

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	0

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 7.3D

	HS-PDSCH
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EI

 (dB)
	T-put 
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 (kbps)

	-2
	11800


=================== Next Changed Section =========================
A.7.1.8
Fixed Reference Channel Definition H-Set 8 

Table A.31: Fixed Reference Channel H-Set 8 

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	
13252

	Inter-TTI Distance
	TTI’s
	1

	Number of HARQ Processes
	Processes
	6

	Information Bit Payload (
[image: image3.wmf]INF

N

)
	Bits
	
26504

	Number Code Blocks
	Blocks
	6

	Binary Channel Bits Per TTI
	Bits
	43200

	Total Available SML’s in UE
	SML’s
	259200

	Number of SML’s per HARQ Proc.
	SML’s
	43200

	Coding Rate
	
	0.61

	Number of Physical Channel Codes
	Codes
	15

	Modulation
	
	64QAM
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Figure A.23: Coding rate for Fixed reference Channel H-Set 8 (64 QAM)
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