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Introduction
The current PUCCH simulation assumptions are described in [1]. 

In this contribution we report performance results for PUCCH with impairments. Both implementation margin and receiver impairments are included in the results. 

Results

The results in the table required SNR to achieve a missed ACK probability of 1% is shown. The receiver threshold has been tuned to achieve a probability of 1% that DTX is interpreted as ACK.
	Number of RX antennas
	Cyclic Prefix
	Propagation Conditions (Annex B)
	Channel Bandwidth / SNR [dB]

	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	Normal
	EPA 5
	-2.1
	-3.7 
	-4.7
	-5.1
	-5.3
	-5.2

	
	
	EVA 5
	-4.4
	-4.8
	-5.0
	-5.0
	-5.3
	-5.2

	
	
	EVA 70
	-4.6
	-5.0
	-5.1
	-4.8
	-5.0
	-5.3

	
	
	ETU 300
	-4.4
	-4.7
	-4.5
	-4.8
	-4.7
	-4.8

	
	Extended
	ETU 70
	-4.5
	-4.5
	-4.3
	-4.5
	-4.3
	-4.3

	4
	Normal
	EPA 5
	-7.7
	-8.3
	-8.9
	-8.8
	-9.2
	-9.2

	
	
	EVA 5
	-8.8
	-9.0
	-9.3
	-8.9
	-9.1
	-9.1

	
	
	EVA 70
	-8.8
	-9.0
	-9.1
	-8.9
	-9.2
	-9.2

	
	
	ETU 300
	-8.3
	-8.9
	-8.5
	-8.7
	-8.6
	-8.8

	
	Extended
	ETU 70
	-7.7
	-8.3
	-8.3
	-8.4
	-8.3
	-8.3
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