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1. Introduction
The simulation results for PRACH based on revised assumption [1] are presented.
2. Simulation results
The results are provided in Table1 ~ Table 4 using revised PRACH simulation assumption [1].
Table 1. SNR points for missed detection (required error ratio < 10-2), AWGN, 0Hz
	Burst format
	SNR [dB]

	
	2Rx, normal mode
	4Rx, normal mode
	2Rx, HS mode
	4Rx, HS mode

	0
	-14.4
	-16.8
	-14.3
	-16.7

	1
	-14.5
	-16.9
	-14.4
	-16.8

	2
	-16.8
	-19.2
	-16.7
	-19.0

	3
	-16.9
	-19.3
	-16.7
	-19.1


Table 2. SNR points for missed detection (required error ratio < 10-2), ETU70, 270Hz
	Burst format
	SNR [dB]

	
	2Rx, normal mode
	4Rx, normal mode
	2Rx, HS mode
	4Rx, HS mode

	0
	-7.3
	-11.4
	-7.2
	-11.1

	1
	-7.4
	-11.5
	-7.0
	-11.2

	2
	-9.8
	-13.7
	-9.5
	-13.4

	3
	-9.9
	-13.8
	-9.4
	-13.5


Table 3. SNR points for missed detection (required error ratio < 10-2), AWGN, 625Hz
	Burst format
	SNR [dB]

	
	2Rx
	4Rx

	0
	-11.7 
	-14.1 

	1
	-11.8 
	-14.1 

	2
	-14.0 
	-16.3 

	3
	-14.0 
	-16.4 


Table 4. SNR points for missed detection (required error ratio < 10-2), AWGN, 1340Hz
	Burst format
	SNR [dB]

	
	2Rx
	4Rx

	0
	-13.7 
	-16.1 

	1
	-13.7 
	-16.1 

	2
	-16.1 
	-18.4 

	3
	-16.2 
	-18.5 


3. Reference
[1]

3GPP TSG-RAN WG44 Meeting #46 R4-080528; “Joint proposal for change the PRACH simulation assumptions”; Nokia Siemens Networks, Ericsson, NTT DoCoMo
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