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Discussion

A text proposal for section 7 and Annex A in TS36.141 is attached. For the sake of the TDD frame structure optimization, following changes are proposed.
  1) "paired spectrum" in table 7.2-1,7.3-1 and 7.4-1title are deleted.

  2) The rows for bandwidth of 1.6MHz/3.2MHz are removed in table 7.3-1.

  3)The second table in annex A.3,annex A.4 and annex A.5 are deleted for the TDD frame structure optimization.

Proposal

A text proposal for section 7 and Annex A in TS36.141 attached and it is proposed to apply the text for the specification.
References

None
--- Text Proposal ---

7.2.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A.1 with parameters specified in Table 7.2-1.
Table 7.2-1: BS reference sensitivity levels, Wide Area BS
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS
 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-107.3 +[TT]

	3
	FRC A1-2 in Annex A.1
	-103.6 +[TT]

	5
	FRC A1-3 in Annex A.1
	-101.6 +[TT]

	10
	FRC A1-3 in Annex A.1*
	-101.6 +[TT]

	15
	FRC A1-3 in Annex A.1*
	-101.6 +[TT]

	20
	FRC A1-3 in Annex A.1*
	-101.6 +[TT]

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in sub clause 4.1 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.

7.3
Dynamic range

7.3.1
Definition and applicability
The dynamic range is specified as a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal inside the received frequency channel at which a throughput requirement shall be met for a specified reference measurement channel. The interfering signal for the dynamic range requirement is an AWGN signal.
7.3.2
Minimum Requirement
The minimum requirement is in TS 36.104 [1] sub-clause 7.3.1.

7.3.3
Test purpose
To verify that at the BS receiver dynamic range, the relative throughput shall fulfill the specified limit. 

7.3.4
Method of testing
7.3.4.1
Initial conditions

Test environment: 


normal; see subclause D.2

RF channels to be tested: 

B, M and T; see subclause 4.7

1)
Connect the test equipment as shown in Figure K.2-2.

7.3.4.2
Procedure

For each supported E-UTRA channel BW:
1)
Adjust the signal generator for the wanted signal as specified in Table 7.3-1.
2)
Adjust the AWGN generator level as specified in Table 7.3-1 and set the frequency to the same frequency as the tested channel.

3)
Measure the throughput according to Annex E and verify that it is within the specified level.

Repeat the measurement for the other RX port.

7.3.5
Test Requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.3-1. 

Table 7.3-1: Dynamic range, Wide Area BS
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] /channel BW
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-76.8+[TT]
	-88.7
	AWGN

	
	
	
	
	

	3
	FRC A2-2 in Annex A.2
	-72.9+[TT]
	-84.7
	AWGN

	
	
	
	
	

	5
	FRC A2-3 in Annex A.2
	-70.8+[TT]
	-82.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-70.8+[TT]
	-79.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-70.8+[TT]
	-77.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-70.8+[TT]
	-76.4
	AWGN

	Note*: 
The wanted signal mean power is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A2-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each


<Editor’s note: “[TT]” in the table ableve represents test tolerances which replaces “[1.2]” in the original text in R4-080121. >
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in sub clause 4.1 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
7.4
In-channel selectivity
7.4.1
Definition and applicability
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density at which a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an E-UTRA signal as specified in Annex C.

7.4.2
Minimum Requirement
The minimum requirement is in TS 36.104 [1] sub-clause 7.4.1.

7.4.3
Test purpose
The purpose of this test is to verify the BS receiver ability to suppress the IQ leakage.
7.4.4
Method of testing
7.4.4.1
Initial conditions

Test environment: 


normal; see subclause D.2.

RF channels to be tested: 

B, M and T; see subclause 4.7

Assumption 1. 1)
Connect the test equipment as shown in Figure k.2-3.

7.4.4.2
Procedure

For each supported E-UTRA channel BW:

1)  Adjust the signal generator for the wanted signal as specified in Table 7.4-1 on one side of the DC.

2)  Adjust the signal generator for the interfering signal as specified in Table 7.4-1 at opposite side of the DC and adjacent to the wanted signal.
3)  Measure the throughput according to Annex E and verify that it is within the specified level.

4.  Repeat the measurement with the wanted signal on the other side of the DC.

Repeat the measurement for the other RX port.

7.4.5
Test Requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.4-1. 

Table 7.4-1 E-UTRA BS in-channel selectivity, Wide Area BS

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-7 in Annex A.1
	[-106.7]+[TT]
	[-87]
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-8 in Annex A.1
	[-102.6]+ [TT]
	[-84]
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	[-100.6]+ [TT]
	[-81]
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	[-98.6]+ [TT]
	[-77]
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	[-98.6]+ [TT]
	[-77]
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	[-98.6]+ [TT]
	[-77]
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around DC


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in sub clause 4.1 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
--- Text Proposal ---
A.3
Fixed Reference Channels for performance requirements (QPSK 1/3)

	Reference channel
	A3-1
	A3-2
	A3-3
	A3-4
	A3-5
	A3-6
	A3-7

	Allocated resource blocks
	1
	6
	15
	25
	50
	75
	100

	DFT-OFDM Symbols per subframe
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	96
	568
	1416
	2344
	4776
	7096
	9528

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	0
	0
	0
	0
	0
	24
	24

	Number of code blocks – C
	1
	1
	1
	1
	1
	2
	2

	Coded block size including 12bits trellis termination (bits)
	372
	1788
	4332
	7116
	14412
	10764
	14412

	Total number of bits per sub-frame
	288
	1724
	4320
	7200
	14400
	21600
	28800

	Total symbols per sub-frame
	144
	864
	2160
	3600
	7200
	10800
	14400

	Maximum throughput [kbps]
	96
	568
	1416
	2344
	4776
	7096
	9528


<Editor’s note: Removal of some columns would be considered as in Table A.2-1.>
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	



A.4
Fixed Reference Channels for performance requirements (16QAM 3/4)

	Reference channel
	A4-1
	A4-2
	A4-3
	A4-4
	A4-5
	A4-6
	A4-7
	A4-8

	Allocated resource blocks
	1
	1
	6
	15
	25
	50
	75
	100

	DFT-OFDM Symbols per subframe
	12
	10
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4

	Payload size (bits)
	432
	360
	2536
	6456
	10680
	21384
	32088
	42816

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	0
	0
	0
	24
	24
	24
	24
	24

	Number of code blocks - C
	1
	1
	1
	2
	2
	4
	6
	7

	Coded block size including 12bits trellis termination (bits)
	1380
	1164
	7692
	9804
	16140
	16140
	16140
	18444

	Total number of bits per sub-frame
	576
	480
	3456
	8640
	14400
	28800
	43200
	57600

	Total symbols per sub-frame
	144
	120
	864
	2160
	3600
	7200
	10800
	14400

	Maximum throughput [kbps]
	432
	360
	2536
	6456
	10680
	21384
	32088
	42816


<Editor’s note: Removal of some column would be considered as in Table A.2-1.>
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	



A.5
Fixed Reference Channels for performance requirements (64QAM 5/6)

	Reference channel
	A5-1
	A5-2
	A5-3
	A5-4
	A5-5
	A5-6
	A5-7

	Allocated resource blocks
	1
	6
	15
	25
	50
	75
	100

	DFT-OFDM Symbols per subframe
	12
	12
	12
	12
	12
	12
	12

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate
	5/6
	5/6
	5/6
	5/6
	5/6
	5/6
	5/6

	Payload size (bits)
	712
	4264
	10680
	17952
	35928
	53904
	71880

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	0
	0
	24
	24
	24
	24
	24

	Number of code blocks - C
	1
	1
	2
	3
	6
	9
	12

	Coded block size including 12bits trellis termination (bits)
	2220
	12876
	16140
	18060
	18060
	18060
	18060

	Total number of bits per sub-frame
	864
	5184
	12960
	21600
	43200
	64800
	86400

	Total symbols per sub-frame
	144
	864
	2160
	3600
	7200
	10800
	14400

	Maximum throughput [kbps]
	712
	4264
	2344
	17952
	35928
	53904
	71880
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