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Introduction
One of the objectives of the UMTS 2300 TDD WI [1] is to generate CRs to update relevant specifications.  This document aims to meet this objective by highlighting the changes to Section 5 of TS25.105 required for the introduction of the 2300MHz band. 
This document introduces the new 2300MHz band for TDD operations into TS25.105.

The list of changes are presented as a text proposal for TR 25.XXX (TR for UMTS 2300MHz TDD WI) whilst the changes to TS25.105 are indicated in the Annex.

Reference

[1]
RP-071016, “Proposal for new WI: UMTS 2300MHz TDD”, CATT, CMCC, HUAWEI, RITT, SPREADTRUM, TD-Tech, ZTE, TSG RAN#38, Cancun, Mexico, 27-30 November 2007
TEXT PROPOSAL FOR TR25.XXXXX

6.1 Required changes for TS 25.105

Required changes in specification TS 25.105 are discussed in Table 1. Requirements which are not shown are applicable to UMTS 2.3 GHz without any modifications from the existing Band a specifications.
Table 1. Required Changes in TS 25.105
	Section
	Requirement
	CR status
	Discussion / Required Changes in TS 25.105

	5.2
	Frequency bands
	
	A new 100 MHz frequency band is added as band e)2300-2400MHz: Uplink and Downlink

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


ANNEX – Change Proposal for Section 5 in TS25.105
5.2
Frequency bands

UTRA/TDD is designed to operate in the following bands;

a)
1900 - 1920 MHz:
Uplink and downlink transmission


2010 - 2025 MHz 
Uplink and downlink transmission

b)
1850 - 1910 MHz
Uplink and downlink transmission


1930 - 1990 MHz
Uplink and downlink transmission

c)
1910 - 1930 MHz
Uplink and downlink transmission

d)
2570 - 2620 MHz
Uplink and downlink transmission
e)  2300 - 2400 MHz
Uplink and downlink transmission



