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10.2.2.2
1.28 Mcps TDD Option

For the parameters specified in Table 10.10C the average downlink power ratio shall be below the specified value for the RLC SDU ER shown in Table 10.10D. 
Table 10.10C: Parameters for MTCH detection

	Parameters
	Unit
	Test 11
	Test 21
	Test 32
	Test 42

	MTCH Data rate
	Kbps
	192
	384
	192
	384

	Rx antenna
	-
	1
	2
	1
	2

	Modulation
	-
	QPSK
	16QAM
	QPSK
	16QAM

	Ioc
	dBm/1.28 MHz
	-60
	-60
	-60
	-60

	((S-CCPCH_Ec)/Ior 
	dB
	0
	0
	0
	0

	Propagation condition
	-
	MBSFN channel model 1 (Annex B)
	MBSFN channel model 1 (Annex B)
	MBSFN channel 

model 2 (Annex B)
	MBSFN channel model 2 (Annex B)

	Slot Format #
	-
	04
	24
	44
	64

	NOTE1: Test 1 and Test 2 are specified for the UE supporting normal delay spread.

NOTE2: Test 3 and Test 4 are specified for the UE supporting extended delay spread.
NOTE3: In the case of Rx diversity, the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated.

NOTE4: See Table 8Ha in TS25.221.


Table 10.10D: Test requirements for MTCH detection

	Test Number
	[image: image1.wmf]oc

or

I

I

ˆ

 (dB)
	RLC SDU ER

	1
	13.3
	0.1

	2
	14.7
	0.1

	3
	13.3
	0.1

	4
	15.1
	0.1
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