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1. Introduction
This is combined text proposal for specified frequency range in [1] based on contributions [2] and [3] presented in RAN4#46bis. It is proposed to perform test with a lowest and the highest BW supported by the BS.
Test limitation is also proposed for Blocking test separating out of band and in band requirements. In the out of band region the test shall be performed only with the lowest supported BW. Similar limitations for other out of band requirements are FFS.

Carrier definition is added to the definitions section 3.1 to be in line with TS36.104.

2. References
[1] 3GPP TS 36.141 V0.2.1, “Base station (BS) conformance testing”

[2] R4-080563, “Specified frequency range in TS36.141”, Nokia Siemens Networks
[3] R4-080604, “Text proposal for chapter 4.7”, Ericsson
Annex A, Text proposal for TS36.141
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Carrier: The modulated waveform conveying the E-UTRA or UTRA (WCDMA) physical channels
Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Maximum output Power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

Mean power: When applied to E-UTRA transmission this is the power measured in the channel bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms), unless otherwise stated.

Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.
Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Reference bandwidth: The bandwidth in which an emission level is specified.

RRC filtered mean power: The mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0.246 dB lower than the mean power of the same signal.

Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

---NEXT MODIFIED SECTION ---
4.7
Specified frequency range and supported channel bandwidth
Unless otherwise stated, the test shall be performed with a lowest and the highest bandwidth supported by the BS. The manufacturer shall declare that the requirements are fulfilled for all other bandwidths supported by the BS which are not tested.
The manufacturer shall declare:

-
which of the frequency bands defined in sub-clause 5.3 are supported by the BS.

-
the frequency range within the above frequency band(s) supported by the BS. 

-
the channel bandwidths supported by the BS
Many tests in this TS are performed with appropriate frequencies in the bottom, middle and top channels of the operating frequency band of the BS. These are denoted as RF channels B (bottom), M (middle) and T (top).

Unless otherwise stated, the test shall be performed with a single carrier at each of the RF channels B, M and T. 
When the requirements are specific to multiple carriers, and the BS is declared to support N>1 carriers, numbered from 1 to N, the interpretation of B, M and T for test purposes shall be as follows:

For testing at B, 

-
the carrier of lowest frequency shall be centred on B

For testing at M,

-
if the number N of carriers supported is odd, the carrier (N+1)/2 shall be centred on M,

-
if the number N of carriers supported is even, the carrier N/2 shall be centred on M.

For testing at T

-
the carrier of highest frequency shall be centred on T

When a test is performed by a test laboratory, the EARFCNs to be used for RF channels B, M and T shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

When a test is performed by a manufacturer, the EARFCNs to be used for RF channels B, M and T may be specified by an operator.
---NEXT MODIFIED SECTION ---
7.6
Blocking

7.6.1
Definition and applicability

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer, which are either a 1.4MHz, 3MHz or 5MHz E-UTRA signal for in-band blocking or a CW signal for out-of-band blocking. The interfering E-UTRA signal shall be as specified in Annex C. 
The blocking performance requirement applies as specified in the tables 7.6-1 and 7.6-2 in section 7.6.5. 
7.6.2
Minimum Requirements

The minimum requirement is in TS 36.104 [2] sub clause 7.6.1.
7.6.3
Test purpose

The test stresses the ability of the BS receiver to withstand high-level interference from unwanted signals at specified frequency offsets without undue degradation of its sensitivity.
7.6.4
Method of test

7.6.4.1
Initial conditions

Test environment: 


normal; see sub clause D.2.

RF channels to be tested: 
M see sub clause 4.7. The BS shall be configured to operate as close to the centre of the operating band as possible.
1)
Connect the signal generator at the assigned channel frequency of the wanted signal and a signal generator to the antenna connector of one Rx port according to Figure K.2-5.
2)
Terminate any other Rx port not under test.

3)
Start to transmit according to reference measurement channel in annex A.1 to the BS under test. The level of the wanted signal measured at the BS antenna connector shall be set to the level specified in sub clause 7.6.5.

7.6.4.2
Procedure

1)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified in Tables 7.6-1 and 7.6-2. The E-UTRA interfering signal shall be swept with a step size of 1 MHz starting from the minimum offset to the channel edges of the wanted signal as specified in Table 7.6-2. The CW interfering signal shall be swept with a step size of 1 MHz within the range specified in Table 7.6-1.
a) 
In the frequency range (FUL_low -20) MHz to (FUL_high +20) MHz the requirement shall be tested with the lowest and the highest bandwidth supported by the BS.

b)  In the frequency ranges 1 MHz to  (FUL_low -20) MHz and (FUL_high +20) MHz  to 12750 MHz the requirement shall be tested only with the lowest bandwidth supported by the BS.
2)
Measure the throughput of the wanted signal at the BS receiver according to Annex E.

3)
Interchange the connections of the BS Rx ports and repeat the measurements according to steps (1) to (2).

7.6.5
Test Requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.6-1 and 7.6-2. The reference measurement channel for the wanted signal is identified in Table 7.2-1 for each channel bandwidth and further specified in Annex A.
Table 7.6-1: Blocking performance requirement for Wide Area BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	All
	(FUL_low -20)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6-2
	See table 7.6-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified  in Table 7.2-1.


Table 7.6-2: Interfering signals for Blocking performance requirement for Wide Area BS

	E-UTRA

channel BW [MHz]
	Interfering signal centre frequency minimum offset to  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	2.1
	1.4MHz E-UTRA signal

	3
	4.5
	3MHz E-UTRA signal

	5
	7.5
	5MHz E-UTRA signal

	10
	7.5
	5MHz E-UTRA signal

	15
	7.5
	5MHz E-UTRA signal

	20
	7.5
	5MHz E-UTRA signal


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in sub clause 4.1 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.  
<Editor’s note: The term "carrier edge" is replaced globally by “channel edge” as agreed in the discussion for R4-080049.>
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