TSG-RAN Working Group 4 Meeting #47                                R4-080874
Kansas, USA, 5 - 9 May 2008

Agenda item:
6.1.6.4
Source: 
NTT DoCoMo
Title: 
Simulation results for UL timing adjustment
Document for:
Discussion
1.
Introduction

In the RAN4 #46 bis, simulation assumptions for UL timing adjustment were agreed [1]. This contribution presents simulation results based on the agreed simulation assumptions.
2.
Discussion

Figure 1-6 present simulation results for scenario 1. 
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Figure 1
[image: image2.emf]Scenario 1 (Channel BW: 3 MHz)
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Figure 2
[image: image3.emf]Scenario 1 (Channel BW: 5 MHz)
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Figure 3
[image: image4.emf]Scenario 1 (Channel BW: 10 MHz)

0

2

4

6

8

10

0 5 10 15 20

Es/N0 [dB]

Throughput [Mbps]

Fixed

Moving


Figure 4
[image: image5.emf]Scenario 1 (Channel BW: 15 MHz)
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Figure 5
[image: image6.emf]Scenario 1 (Channel BW: 20 MHz)
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Figure 6
Figure 7-12 present simulation results for scenario 2.

[image: image7.emf]Scenario 2 (Channel BW: 1.4 MHz)
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Figure 7
[image: image8.emf]Scenario 2 (Channel BW: 3 MHz)
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Figure 8
[image: image9.emf]Scenario 2 (Channel BW: 5 MHz)
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Figure 9
[image: image10.emf]Scenario 2 (Channel BW: 10 MHz)
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Figure 10
[image: image11.emf]Scenario 2 (Channel BW: 15 MHz)
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Figure 11
[image: image12.emf]Scenario 2 (Channel BW: 20 MHz)
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Figure 12
3.  Conclusions

This contribution presented simulation results for UL timing adjustment based on the agreed simulation assumptions. 
[1] R4-080835, “Simulation assumptions on UL timing adjustment,” NTT DoCoMo
