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1. Introduction

A text proposal for TS36.104 sections 3.2 – 5.4 is attached. This TP is based on TS36.104 V8.1.0bis [1], which was presented by Motorola during RAN4#46bis and approved as a basis for further modifications for RAN4#47 in Kansas City.
This text proposal contains:

· Extension of Symbols and Abbreviations sections

· Reference correction in Regional requirements section
· Correction of the EARFCN channel number for Band 14
· Deletion of empty 5.4.4 section (i.e. EARFCN), which is already covered by section  5.4.3

· Minor editorial modifications.
2. References

[1] 
R4-080827 3GPP TS 36.104 V8.1.0bis (2008-03), “Base Station (BS) radio transmission and reception (Release 8)”.
Annex A, Text proposal for TS36.104

3.2
Symbols

For the purposes of the present document, the following symbols apply:


Roll-off factor

Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel
BWChannel
Channel bandwidth

BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

f
Frequency




(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement
FC
Carrier centre frequency

f_offset 
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN

NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

NUL 
Uplink EARFCN
Pmax 
Maximum output power of the base station
Pout
Output power of the base station
PREFSENS
Reference Sensitivity power level

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio
ACK
Acknowledgement (in ARQ protocols)
ACS
Adjacent Channel Selectivity

AWGN
Additive White Gaussian Noise

BS
Base Station

CW
Continuous Wave
EARFCN 
E-UTRA Absolute Radio Frequency Channel Number
EPA
Extended Pedestrian A model

ETU
Extended Typical Urban model
EVA
Extended Vehicular A model
EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel
ICS
In-Channel Selectivity
MCS
Modulation and Coding Scheme
NACK
Negative Acknowledgement (in ARQ protocols)
OOB
Out-of-band

PA
Power Amplifier
RB
Resource Block
RE
Resource Element
RF
Radio Frequency

RMS
Root Mean Square (value)

RRC
Root Raised Cosine
RX
Receive
SNR
Signal-to-Noise Ratio

TDD
Time Division Duplex
TX
Transmit

UE
User Equipment
4
General

4.1
Relationship between minimum requirements and test requirements
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification TS 36.141 [4] section 4 defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.
The measurement results returned by the Test System are compared - without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ITU-R M.1545 [3].
4.2
Base station classes

The requirements in this specification apply to Base Stations intended for general-purpose. 

Other base station classes are for further study. The requirements for these may be different than for general-purpose applications.
4.3
Regional requirements

Some requirements in the present document may only apply in certain regions. Table 4.3-1 lists all requirements that may be applied differently in different regions.

Table 4.3-1: List of regional requirements

	Clause number
	Requirement
	Comments

	5.2
	Channel bandwidth
	Some channel bandwidths may be applied regionally.

	5.3
	Frequency bands
	Some bands may be applied regionally.

	5.4
	Channel arrangement
	The requirement is applied according to what frequency bands in Clause 5.3 that are supported by the BS.

	6.2
	Base station maximum output power
	In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.

	
	
	

	6.6.3.1
	Operating band unwanted emissions (Category A)
	This requirement is mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2] apply.

	6.6.3.2
	Operating band unwanted emissions (Category B)
	This requirement is mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2], apply.

	6.6.4.1.1
	Spurious emissions (Category A)
	This requirement is mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2] apply.

	6.6.4.1.2
	Spurious emissions (Category B)
	This requirement is mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2], apply.

	6.6.4.3
	Co-existence with other systems in the same geographical area
	These requirements may apply in geographic areas in which both E-UTRA and a system operating in another frequency band are deployed. 

	6.6.4.4
	Co-location with other base stations
	These requirements may be applied for the protection of other BS receivers when a BS operating in another frequency band is co-located with an E-UTRA BS.

	7.6.2
	Co-location with other base stations
	These requirements may be applied for the protection of the BS receiver when a BS operating in another frequency band is co-located with an E‑UTRA BS.


5
Frequency bands and channel arrangement

5.1
General

The channel arrangements presented in this clause are based on the frequency bands and channel bandwidths defined in the present release of specifications.

NOTE:
Other frequency bands and channel bandwidths may be considered in future releases.
5.2
Channel bandwidth

Requirements in present document are specified for the channel bandwidths listed in Table 5.1-1.

Table 5.1-1 Transmission bandwidth configuration NRB in E-UTRA channel bandwidths

	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	Transmission bandwidth configuration NRB
	6
	15 
	25
	50
	75
	100


Figure 5.1-1 shows the relation between the Channel bandwidth (BWChannel) and the Transmission bandwidth configuration (NRB). The channel edges are defined as the lowest and highest frequencies of the carrier separated by the channel bandwidth, i.e. at FC +/- BWChannel /2.
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Figure 5.1-1 Definition of Channel Bandwidth and Transmission Bandwidth Configuration for one E‑UTRA carrier
5.3
Frequency bands

E-UTRA is designed to operate in the frequency bands defined in Table 5.2-1.

Table 5.2-1 E-UTRA frequency bands

	E‑UTRA Band
	Uplink (UL)
eNode B receive
UE transmit
	Downlink (DL)
eNode B transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	6
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1452.9 MHz
	1475.9 MHz  
	–
	1500.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	...
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD


5.4
Channel arrangement

5.4.1
Channel spacing

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario.

5.4.2
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.  

5.4.3
Channel number

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN). The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.4.3-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL) 

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.4.3-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)  

Table 5.4.3-1 E-UTRA channel numbers

	E‑UTRA Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	13000
	13000 – 13599

	2
	1930
	600
	6001199
	1850
	13600
	13600 – 14199

	3
	1805
	1200
	1200 – 1949
	1710
	14200
	14200 – 14949

	4
	2110
	1950
	1950 – 2399
	1710
	14950
	14950 – 15399

	5
	869
	2400
	2400 – 2649
	824
	15400
	15400 – 15649

	6
	875
	2650
	2650 – 2749
	830
	15650
	15650 – 15749

	7
	2620
	2750
	2750 – 3449
	2500
	15750
	15750 – 16449

	8
	925
	3450
	3450 – 3799
	880
	16450
	16450 – 16799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	16800
	16800 – 17149

	10
	2110
	4150
	4150 – 4749
	1710
	17150
	17150 – 17749

	11
	1475.9
	4750
	4750 – 4999
	1427.9
	17750
	17750 – 17999

	12
	728
	5000
	5000 – 5179
	698
	18000
	18000 – 18179

	13
	746
	5180
	5180 – 5279
	777
	18180
	18180 – 18279

	14
	758
	5280
	5280 – 5379
	788
	18280
	18280 – 18379

	…
	
	
	
	
	
	

	33
	1900
	26000
	26000 – 26199
	1900
	26000
	26000 – 26199

	34
	2010
	26200
	26200 – 26349
	2010
	26200
	26200 – 26349

	35
	1850
	26350
	26350 – 26949
	1850
	26350
	26350 – 26949

	36
	1930
	26950
	26950 – 27549
	1930
	26950
	26950 – 27549

	37
	1910
	27550
	27550 – 27749
	1910
	27550
	27550 – 27749

	38
	2570
	27750
	27750 – 28249
	2570
	27750
	27750 – 28249

	39
	1880
	28250
	28250 – 28649
	1880
	28250
	28250 – 28649

	40
	2300
	28650
	28650 – 29649
	2300
	28650
	28650 – 29649
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