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1. Introduction

A text proposal for TS36.141 for sections 6.5 – 6.6 is attached. This TP is based on TS36.141 V0.4.0-draft [1], which was distributed on e-mail reflector by Fujitsu after RAN4#46bis. This version captured all text proposals agreed at Shenzhen meeting as well as some editorial modifications or corrections.

This text proposal contains:

· Deletion of Frame structure type 2 reference in Frequency error test requirement section (section 6.5.1.5)

· Occupied bandwidth definition alignment with 36.104 (section 6.6.1)

· Corrected references to 36.104 content, which was already included in 36.141 (section 6.6.1.2)
· Minor editorial modifications.
2. References

[1] 3GPP TS 36.141 V0.4.0-draft (2008-05), “E-UTRA Base Station (BS) conformance testing (Release 8)”.
Annex A, Text proposal for TS36.141
------------------------- MODIFIED SECTION ------------------------

6.5.1
Frequency error

6.5.1.1
Definition and applicability

Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency. [The same source shall be used for RF frequency and data clock generation.]
[It is not possible to verify by testing that the data clock is derived from the same frequency source as used for RF generation. This may be confirmed by the manufacturer’s declaration.]
6.5.1.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.5.1.
6.5.1.3
Test purpose

To verify that the Frequency Error is within the limit of the minimum requirement.

6.5.1.4
Method of test

[Requirement is tested together with Error Vector Magnitude test, as described in subclause 6.5.2.]
6.5.1.5
Test requirement 

The Frequency Error for every measured slot shall be between the minimum and maximum value specified in Table 6.5-1. The observation interval observed over a period of is [one subframe (1ms)].
.

Table 6.5-1: Frequency error test requirement

	Minimum frequency error
	Maximum frequency error

	-0.05 ppm-[TT]
	+0.05 ppm+[TT]


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex I and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.

6.5.2
Error Vector Magnitude

<Text will be added.>

6.5.3
Time alignment between transmitter branches

<Text will be added.>

6.6
Unwanted emissions

<Text will be added.>

6.6.1
Occupied bandwidth


6.6.1.1
Definition and applicability

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also ITU-R Recommendation SM.328 [4].
The value of /2 shall be taken as 0,5%.

6.6.1.2
Minimum Requirements


The occupied bandwidth shall be less than the channel bandwidth as defined in Table 5.2-1.
------------------------- END OF MODIFIED SECTION ------------------------











































































































































3GPP


