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6.6.3.2.5
Co-existence with unsynchronised TDD

6.6.3.2.5.1
Operation in the same geographic area

This requirement may be applied for the protection of TDD BS receivers in geographic areas in which unsynchronised TDD is deployed.

6.6.3.2.5.1.1
3,84 Mcps TDD option

The RRC filtered mean power of any spurious emission shall not exceed the maximum level given in table 6.36A.

Table 6.36A: BS Spurious emissions limits for operation in same geographic area with unsynchronised TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-39 dBm
	3,84 MHz

	Wide Area BS
	2010 - 2025 MHz
	-39 dBm
	3,84 MHz

	Wide Area BS
	2570 - 2620 MHz
	-39 dBm
	3,84 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	3,84 MHz


NOTE:
The requirements in Table 6.36A for the Wide Area BS are based on a minimum coupling loss of 67 dB between unsynchronised TDD base stations. The requirements in Table 6.36A for the Local Area BS are based on a coupling loss of 70 dB between unsynchronised Wide Area and Local Area TDD base stations. The scenarios leading to these requirements are addressed in TR 25.942 [9].

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.1.1.1.
6.6.3.2.5.1.2
1,28 Mcps TDD option

In geographic areas where only 1,28 Mcps TDD is deployed, the RRC filtered mean power of any spurious emission shall not exceed the maximum level given in table 6.36B, otherwise the limits in table 6.36C shall apply.

Table 6.36B: BS Spurious emissions limits for operation in same geographic area with unsynchronised 1,28 Mcps TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-39 dBm 
	1,28 MHz

	Wide Area BS
	2010 - 2025 MHz
	-39 dBm
	1,28 MHz

	Wide Area BS
	2570 - 2620 MHz
	-39 dBm
	1,28 MHz

	Wide Area BS
	2300 - 2400 MHz
	-39 dBm
	1,28 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm 
	1,28 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	1,28 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	1,28 MHz

	Local Area BS
	2300 - 2400 MHz
	-36 dBm
	1,28 MHz


Table 6.36C: BS Spurious emissions limits for operation in same geographic area with unsynchronised TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-39 dBm 
	3,84 MHz

	Wide Area BS
	2010 - 2025 MHz
	-39 dBm
	3,84 MHz

	Wide Area BS
	2570 - 2620 MHz
	-39 dBm
	3,84 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm 
	3,84 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	3,84 MHz


NOTE:
The requirements in Table 6.36B and 6.36C for the Wide Area BS are based on a minimum coupling loss of 67 dB between unsynchronised TDD base stations. The requirements in Table 6.36B and 6.36C for the Local Area BS are based on a coupling loss of 70 dB between unsynchronised Wide Area and Local Area TDD base stations. The scenarios leading to these requirements are addressed in TR 25.942 [9].

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.1.1.2.
6.6.3.2.5.1.3
7,68 Mcps TDD option

The RRC filtered mean power of any spurious emission shall not exceed the maximum level given in table 6.36CA and 6.36CB.

Table 6.36CA: BS Spurious emissions limits for operation in same geographic area with unsynchronised TDD (7.68 Mcps TDD and 3,84 Mcps TDD)

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-39 dBm
	3,84 MHz

	Wide Area BS
	2010 - 2025 MHz
	-39 dBm
	3,84 MHz

	Wide Area BS
	2570 - 2620 MHz
	-39 dBm
	3,84 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	3,84 MHz


Table 6.36CB: BS Spurious emissions limits for operation in same geographic area with unsynchronised 1,28 Mcps TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-39 dBm 
	1,28 MHz

	Wide Area BS
	2010 - 2025 MHz
	-39 dBm
	1,28 MHz

	Wide Area BS
	2570 - 2620 MHz
	-39 dBm
	1,28 MHz

	Wide Area BS
	2300 - 2400 MHz
	-39 dBm
	1,28 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm 
	1,28 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	1,28 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	1,28 MHz

	Local Area BS
	2300 - 2400 MHz
	-36 dBm
	1,28 MHz


NOTE:
The requirements in Table 6.36CA and 6.36CB for the Wide Area BS are based on a minimum coupling loss of 67 dB between unsynchronised TDD base stations. The requirements in Table 6.36CA and 6.36CB for the Local Area BS are based on a coupling loss of 70 dB between unsynchronised Wide Area and Local Area TDD base stations. 

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.1.1.3.

6.6.3.2.5.2
Co-located base stations

This requirement may be applied for the protection of TDD BS receivers when unsynchronised TDD BS are co-located.

6.6.3.2.5.2.1
3,84 Mcps TDD option

The RRC filtered mean power of any spurious emission shall not exceed the maximum level given in table 6.36D.

Table 6.36D: BS Spurious emissions limits for co-location with unsynchronised TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-76 dBm 
	3,84 MHz

	Wide Area BS
	2010 - 2025 MHz
	-76 dBm
	3,84 MHz

	Wide Area BS
	2570 - 2620 MHz
	-76 dBm
	3,84 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm 
	3,84 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	3,84 MHz


NOTE:
The requirements in Table 6.36D for the Wide Area BS are based on a minimum coupling loss of 30 dB between unsynchronised TDD base stations. The requirements in Table 6.36D for the Local Area BS are based on a minimum coupling loss of 45 dB between unsynchronised Local Area base stations. The co-location of different base station classes is not considered.

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.2.1.1.
6.6.3.2.5.2.2
1,28 Mcps TDD option

In geographic areas where only 1,28 Mcps TDD is deployed, the RRC filtered mean power of any spurious emission in case of co-location shall not exceed the maximum level given in table 6.36E, otherwise the limits in table 6.36F shall apply.

Table 6.36E: BS Spurious emissions limits for co-location with unsynchronised 1,28 Mcps TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-76 dBm 
	1,28 MHz

	Wide Area BS
	2010 - 2025 MHz
	-76 dBm
	1,28 MHz

	Wide Area BS
	2570 - 2620 MHz
	-76 dBm
	1,28 MHz

	Wide Area BS
	2300 - 2400 MHz
	-76 dBm
	1,28 MHz

	Local Area BS
	1900 - 1920 MHz
	-37 dBm 
	1,28 MHz

	Local Area BS
	2010 - 2025 MHz
	-37 dBm
	1,28 MHz

	Local Area BS
	2570 - 2620 MHz
	-37 dBm
	1,28 MHz

	Local Area BS
	2300 - 2400 MHz
	-37 dBm
	1,28 MHz


Table 6.36F: BS Spurious emissions limits for co-location with unsynchronised TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-76 dBm 
	3,84 MHz

	Wide Area BS
	2010 - 2025 MHz
	-76 dBm
	3,84 MHz

	Wide Area BS
	2570 - 2620 MHz
	-76 dBm
	3,84 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm 
	3,84 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	3,84 MHz


NOTE:
The requirements in Table 6.36E and 6.36F for the Wide Area BS are based on a minimum coupling loss of 30 dB between unsynchronised TDD base stations. The requirements in Table 6.36E and 6.36F for the Local Area BS are based on a minimum coupling loss of 45 dB between unsynchronised Local Area base stations. The co-location of different base station classes is not considered.

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.2.1.2.
6.6.3.2.5.2.3
7,68 Mcps TDD option

The RRC filtered mean power of any spurious emission shall not exceed the maximum level given in table 6.36G and 6.36H.

Table 6.36G: BS Spurious emissions limits for co-location with unsynchronised TDD (7,68 Mcps TDD and 3,84 Mcps TDD)

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-76 dBm 
	3,84 MHz

	Wide Area BS
	2010 - 2025 MHz
	-76 dBm
	3,84 MHz

	Wide Area BS
	2570 - 2620 MHz
	-76 dBm
	3,84 MHz

	Local Area BS
	1900 - 1920 MHz
	-36 dBm 
	3,84 MHz

	Local Area BS
	2010 - 2025 MHz
	-36 dBm
	3,84 MHz

	Local Area BS
	2570 - 2620 MHz
	-36 dBm
	3,84 MHz


Table 6.36H: BS Spurious emissions limits for co-location with unsynchronised 1,28 Mcps TDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	1900 - 1920 MHz
	-76 dBm 
	1,28 MHz

	Wide Area BS
	2010 - 2025 MHz
	-76 dBm
	1,28 MHz

	Wide Area BS
	2570 - 2620 MHz
	-76 dBm
	1,28 MHz

	Wide Area BS
	2300 - 2400 MHz
	-76 dBm
	1,28 MHz

	Local Area BS
	1900 - 1920 MHz
	-37 dBm 
	1,28 MHz

	Local Area BS
	2010 - 2025 MHz
	-37 dBm
	1,28 MHz

	Local Area BS
	2570 - 2620 MHz
	-37 dBm
	1,28 MHz

	Local Area BS
	2300 - 2400 MHz
	-37 dBm
	1,28 MHz


NOTE:
The requirements in Table 6.36G and 6.36H for the Wide Area BS are based on a minimum coupling loss of 30 dB between unsynchronised TDD base stations. The requirements in Table 6.36G and 6.36H for the Local Area BS are based on a minimum coupling loss of 45 dB between unsynchronised Local Area base stations. The co-location of different base station classes is not considered.

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.2.1.3.
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