Page 1



3GPP TSG- RAN WG4 Meeting #47bis  
(
R4-081376
Munich, Germany, June 16 – 20, 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.104
	CR
	008
	(

rev
	-
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Removal of brackets for LTE BS RF requirements

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	LTE-RF
	
	Date: (

	09/06/2008

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Several RF requirements for the E-UTRA BS are stable since at least one meeting cycle, but still have brackets on the limits. This CR proposes to recognize the stability by removing the brackets for those limits.

	
	

	Summary of change:
(

	Brackets are removed for the limits on Time alignment between transmitter branches, DL RS power, ACLR (absolute limit) and In-channel selectivity.

	
	

	Consequences if 
(

not approved:
	The RF requirements concerned would not be stable.

	
	

	Clauses affected:
(

	6.5.3, 6.5.4, 6.6.2, 7.4.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TP for TS 36.141 in R4-081377

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.5.3
Time alignment between transmitter branches

In Tx Diversity and spatial multiplexing, signals are transmitted from two or more antennas. These signals shall be aligned. The time alignment error in Tx Diversity and spatial multiplexing transmission is specified as the delay between the signals from two antennas at the antenna ports. 

6.5.3.1
Minimum Requirement

The time alignment error in Tx Diversity or spatial multiplexing for any possible configuration of two transmit antennas shall not exceed 65 ns.
6.5.4
DL RS power
DL RS power is the resource element power of Downlink Reference Signal.

The absolute DL RS power is indicated on the BCH. The absolute accuracy is defined as the maximum deviation between the DL RS power indicated on the BCH and the DL RS power measured at the BS antenna connector.
6.5.4.1
Minimum requirements

DL RS power shall be within ( 2.1 dB of the DL RS power indicated on the BCH
6.6
Unwanted emissions

Unwanted emissions consist of out-of-band emissions and spurious emissions [2]. Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 

The out-of-band emissions requirement for the BS transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and Operating band unwanted emissions. The Operating band unwanted emissions define all unwanted emissions in the transmitter operating band plus the frequency ranges 10 MHz above and 10 MHz below the band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.

There is in addition a requirement for occupied bandwidth.

6.6.1
Occupied bandwidth

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also ITU-R Recommendation SM.328 [5].

The value of /2 shall be taken as 0.5%.

6.6.1.1
Minimum requirement

The occupied bandwidth shall be less than the channel bandwidth as defined in Table 5.2-1.
6.6.2
Adjacent Channel Leakage power Ratio (ACLR)


Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. For a multi-carrier BS, the requirement applies for the adjacent channel frequencies below the lowest carrier frequency used by the BS and above the highest carrier frequency used by the BS.
6.6.2.1
Minimum requirement

The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below. 

For Category A, either the ACLR limits in the tables below or the absolute limit of -13dBm/MHz apply, whichever is less stringent.

For Category B, either the ACLR limits in the tables below or the absolute limit of -15dBm/MHz apply, whichever is less stringent.

For operation in paired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2.1‑1.

Table 6.6.2.1-1: Base Station ACLR in paired spectrum

	E-UTRA transmitted signal channel bandwidth BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the first or above the last carrier centre frequency used
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3.0, 5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	
	BWChannel /2 + 7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA transmitted signal on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [6], with a chip rate as defined in this table.


For operation in unpaired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2.1‑2.

Table 6.6.2.1-2: Base Station ACLR in unpaired spectrum with synchronized operation

	E-UTRA transmitted signal channel bandwidth BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the first or above the last carrier centre frequency used
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	
	BWChannel /2 + 2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	
	BWChannel /2 + 2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	
	BWChannel /2 + 7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	
	BWChannel /2 + 5 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	45 dB

	
	BWChannel /2 + 15 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	45 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA transmitted signal on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.105 [7], with a chip rate as defined in this table.


7.4
In-channel selectivity
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density at which a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an E-UTRA signal as specified in Annex C.
7.4.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.4.1-1. 

Table 7.4.1-1 E-UTRA BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-106.7
	-87
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-102.6
	-84
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-100.6
	-81
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-98.6
	-77
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-98.6
	-77
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-98.6
	-77
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around DC
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