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8.8.5
Power control in the downlink for F-DPCH

8.8.5.1
Minimum requirements

For the parameters specified in Table 8.34C the downlink 
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power ratio measured values, which are averaged over TPC symbols of the F-DPCH frame, shall be below the specified value in Table 8.34D more than 90% of the time. TPC command error ratio shall be in the limits given by Table 8.34D. Power control in downlink is ON during the tests.

Table 8.34C: Test parameters for Fractional downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	9
	-1
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	dBm/3.84 MHz
	-60

	SF
	
	256

	Target quality value on F DPCH
	
	0.01
	0.05

	Propagation condition
	
	Case 4

	Maximum_DL_Power *
	dB
	7

	Minimum_DL_Power *
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	"Not used"

	Power-Control-Algorithm
	-
	Algorithm 1


Table 8.34D: Requirements in Fractional downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	-15.9
	-12.0

	TPC command Error Ratio high
	-
	0.015
	0.065

	TPC command Error Ratio low
	-
	0.005
	0.035
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