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1. Discussion

DL RS power test is missing from current TS 36.141 [1]. It is proposed to specify the test for the E-UTRA BS as shown in the Annex A. 

2. References

[1] 3GPP TS 36.141 V1.0.0, “Base station (BS) conformance testing”

Annex A, Text proposal for TS36.141
6.5.2 DL RS power
6.5.2.1 Definition and applicability

DL RS power is the resource element power of Downlink Reference Signal.

The absolute DL RS power is indicated on the BCH. The absolute accuracy is defined as the maximum deviation between the DL RS power indicated on the BCH and the DL RS power measured at the BS antenna connector.
6.5.2.2 Minimum Requirement
The minimum requirement is in TS 36.104 [2] subclause 6.5.4.
6.5.2.3 Test purpose
The test purpose is to verify that the DL RS power is within the limit specified by the minimum requirement.
6.5.2.4 Method of test
6.5.2.4.1 Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
Connect the signal analyzer to the base station RF output port as shown in Annex K.1.1.

6.5.2.4.2 Procedure
Set-up BS transmission at maximum total power (Pmax) as specified by the supplier. Channel set-up shall be according to E-TM 1.1.
Measure the RS transmitted power according to annex F.

6.5.2.5 Test requirement
DL RS power shall be within ( 2.1 + [TT] dB of the DL RS power indicated on the BCH.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex G. The explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
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