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1. Introduction

This document presents PUSCH simulation results with implementation margin for Fixed Reference Channels agreed in [1].
2. Simulation results
It was agreed at RAN4 e-mail reflector to re-simulate all PUSCH cases due to new Fixed Reference Channels. The PUSCH simulation results with implementation margin are presented in tables below.

Table 2. PUSCH simulation results with implementation margin, 2Rx, normal CP
	Propagation conditions (Annex B)
	Modulation
	Fraction of nominal throughput
	1.4MHz 
SNR [dB]
	3MHz 
SNR [dB]
	5MHZ
SNR [dB]
	10MHz 
SNR [dB]
	15MHZ
SNR [dB]
	20MHZ
SNR [dB]

	EPA 5Hz
	64QAM
	70%
	15.99
	15.89
	16.34
	16.57
	16.71
	16.38

	EVA 5Hz
	64QAM
	70%
	16.65
	16.96
	17.25
	17.43
	17.49
	17.58


Table 2. PUSCH simulation results with implementation margin, 4Rx, normal CP
	Propagation conditions (Annex B)
	Modulation
	Fraction of nominal throughput
	1.4MHz 
SNR [dB]
	3MHz 
SNR [dB]
	5MHZ
SNR [dB]
	10MHz 
SNR [dB]
	15MHZ
SNR [dB]
	20MHZ

SNR [dB]

	EPA 5Hz
	64QAM
	70%
	12.22
	12.13
	12.22
	12.28
	12.63
	12.19

	EVA 5Hz
	64QAM
	70%
	12.97
	13.13
	13.33
	13.45
	13.46
	13.56


3. Reference
[1]

RAN4 e-mail reflector; 29/05/2008; “New_FRCs.doc”; Nokia Siemens Networks
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