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9
Performance requirement (HSDPA)

The performance requirements for the UE in this clause apply for the reference measurement channels specified in Annex A.7, the propagation conditions specified in Annex B.2.2 and the Down link Physical channels specified in Annex C.5. The specific references are provided separately for each requirement.

Unless otherwise stated the performance requirements are specified at the antenna connector of the UE. For UE(s) with an integral antenna only, a reference antenna with a gain of 0 dBi is assumed. UE with an integral antenna may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one antenna connector testing the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective sections below.

9.1
(void)

9.2
Demodulation of HS-DSCH (Fixed Reference Channel)

The minimum performance requirement for a particular UE belonging to one of the HS-DSCH categories 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11 or 12 are determined according to Table 9.1. 

The minimum performance requirements for a particular UE belonging to one of the HS-DSCH categories 1, 2, 3, 4, 5, 6, 7, 8, 9 or 10 and supporting the optional enhanced performance requirements type 1 are determined according to Table 9.1AA.

The minimum performance requirements for a particular UE belonging to one of the HS-DSCH categories 7, 8, 9 or 10 and supporting the optional enhanced performance requirements type 2 are determined according to Table 9.1AB. 

The minimum performance requirements for a particular UE belonging to HS-DSCH category 13 or 14 are determined according to Table 9.1AB. 

The minimum performance requirements for a particular UE belonging to one of the HS-DSCH categories 7, 8, 9, 10, 13 or 14 and supporting the optional enhanced performance requirements type 3 are determined according to Table 9.1AC. 

The minimum performance requirements for a particular UE belonging to one of the HS-DSCH categories 15, 16, 17, 18, 19 or 20 are determined according to Table 9.1AC. 

The minimum performance requirements for a particular UE belonging to one of the HS-DSCH categories 7, 8, 9, 10, 13, 14, 15, 16, 17, 18, 19 or 20  and supporting the optional enhanced performance requirements type 3i are determined according to Table 9.1AD.
All aforementioned requirements are applicable to the UE when in CELL_DCH state. Minimum performance requirements for UE being able to receive HS-DSCH and HS-SCCH in CELL_FACH state are given in Section 9.6.
The propagation conditions for this subclause are defined in table B.1B.

Table 9.1: FRC for minimum performance requirements for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
(Note 1)
	Open Loop Diversity
	Closed Loop Diversity

	Category 1
	H-Set 1
	H-Set 1
	H-Set 1

	Category 2
	H-Set 1
	H-Set 1
	H-Set 1

	Category 3
	H-Set 2
	H-Set 2
	H-Set 2

	Category 4
	H-Set 2
	H-Set 2
	H-Set 2

	Category 5
	H-Set 3
	H-Set 3
	H-Set 3

	Category 6
	H-Set 3
	H-Set 3
	H-Set 3

	Category 7 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 8 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 9
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 10
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 11
	H-Set 4
	H-Set 4
	H-Set 4

	Category 12
	H-Set 5
	H-Set 5
	H-Set 5

	Note 1:
Single link minimum performance requirements for Categories 7-10 in Pedestrian A with 
[image: image1.wmf]ˆ
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3.

Note 2:
For UE supporting the minimum performance requirements for HS-DSCH the requirements for HS-SCCH Type 1 detection for single link are determined in Table 9.51 and for open loop transmit diversity in Table 9.53.


Table 9.1AA: FRC for enhanced performance requirements type 1 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
(Note 1)
	Open Loop Diversity
	Closed Loop Diversity

	Category 1
	H-Set 1
	H-Set 1
	H-Set 1

	Category 2
	H-Set 1
	H-Set 1
	H-Set 1

	Category 3
	H-Set 2
	H-Set 2
	H-Set 2

	Category 4
	H-Set 2
	H-Set 2
	H-Set 2

	Category 5
	H-Set 3
	H-Set 3
	H-Set 3

	Category 6
	H-Set 3
	H-Set 3
	H-Set 3

	Category 7 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 8 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 9
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 10
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Note 1:
 Single link enhanced performance requirements type 1 for Categories 7 - 10 in Pedestrian A with 
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3.

Note 2:
For UE supporting the enhanced performance requirements type 1 for HS-DSCH the requirements for HS-SCCH Type 1 detection for single link are determined in Table 9.51A and for open loop transmit diversity in Table 9.54.


Table 9.1AB: FRC for enhanced performance requirements type 2 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link (Note 1)
	Open Loop Diversity (Note 2)
	Closed Loop Diversity (Note 3)

	Category 7
	H-Set 6, H-Set 3 
	H-Set 3
	H-set 6, H-Set 3

	Category 8
	H-Set 6, H-Set 3
	H-Set 3
	H-set 6, H-Set 3

	Category 9
	H-Set 10, H-Set 6, H-Set 3
	H-Set 3
	H-set 6, H-Set 3

	Category 10
	H-Set 10, H-Set 6, H-Set 3
	H-Set 3
	H-set 6, H-Set 3

	Category 13
	H-Set-10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-set 6, H-Set 3

	Category 14
	H-Set-10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-set 6, H-Set 3

	Note 1:
Single link enhanced performance requirements type 2 for Categories 9, 10, 13 and 14 with 
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= 4 dB and 8 dB are set according to H-Set 10. Single link enhanced performance requirements type 2 for Categories 13 and 14 with 
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= 15 and 18 dB are set according to H-Set 8. Single link enhanced performance requirements type 2 for Categories 7, 8, 9, 10, 13 and 14 with 
[image: image5.wmf]ˆ
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3 minimum performance requirements. 

Note 2:
Open loop transmit diversity requirements are set according to H-Set 3 minimum performance requirements.

Note 3:
Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7, 8, 9, 10, 13 and 14 in Pedestrian B 3km/h with 
[image: image6.wmf]ˆ
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=10dB and 
[image: image7.wmf]/

cor

EI

=-3dB are set according to H-Set 6. Requirements in other conditions are set according to H-Set 3 minimum performance requirements

Note 4:
For UE supporting the enhanced performance requirements type 2 for HS-DSCH the minimum requirements for HS-SCCH Type 1 detection for single link are determined in Table 9.51 and for open loop transmit diversity in Table 9.53.


Table 9.1AC: FRC for enhanced performance requirements type 3 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
(Note 1)
	Open Loop Diversity

 (Note 2)
	Closed Loop Diversity
(Note 3)
	MIMO 
(Note 4)


	Category 7
	H-Set 6, H-Set 3 
	H-Set 3
	H-Set 3
	N/A

	Category 8
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 9
	H-Set 10, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 10
	H-Set10, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 13
	H-Set 10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 14
	H-Set10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 15
	H-Set 10, H-Set 6, H-Set 3 
	H-Set 3
	H-Set 3
	H-Set 9

	Category 16
	H-Set 10, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Category 17
	H-Set 10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Category 18
	H-Set 10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Category 19
	H-Set 11, H-Set-10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 11, H-Set 9

	Category 20
	H-Set 11, H-Set 10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 11, H-Set 9

	Note 1:
Single link enhanced performance requirements type 3 for Categories 9, 10, 13, 14, 15, 16, 17, 18, 19  and 20 with 
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= 4 dB and 8 dB are set according to H-Set 10. 
Single link enhanced performance requirements type 3 for Categories 13, 14, 17, 18, 19 and 20 with 
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= 15 dB and 18 dB are set according to H-Set 8. 
Single link enhanced performance requirements type 3 for Categories 7, 8, 9, 10, 13, 14, 15, 16, 17, 18, 19 and 20 with 
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=10dB and 
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=5dB are set according to H-Set 6. 
Requirements in other conditions are according to H-Set 3 type1 enhanced performance requirements.

Note 2:
Open loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 3:
Closed loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 4:     MIMO requirements for categories 15-20, with 
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 = 6 and 10 dB are set according to H-Set 9. MIMO requirements for categories 19-20, with 
[image: image13.wmf]ˆ
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 = 18 dB are set according to H-Set 11.
Note 5:
For UE supporting the enhanced performance requirements type 3 for HS-DSCH the requirements for HS-SCCH Type 1 detection for single link are determined in Table 9.51A and for open loop transmit diversity in Table 9.54.

Note 6:
For UEs supporting MIMO for HS-DSCH the requirements for HS-SCCH Type M detection are determined in Tables 9.56 and Table 9.57.


Table 9.1AD: FRC for enhanced performance requirements type 3i for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
(Note 1)
	Open Loop Diversity

 (Note 2)
	Closed Loop Diversity
(Note 3)
	MIMO 
(Note 4)

	Category 7
	H-Set 6, H-Set 3 
	H-Set 3
	H-Set 3
	N/A

	Category 8
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 9
	H-Set10, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 10
	H-Set10, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 13
	H-Set10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 14
	H-Set10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	N/A

	Category 15
	H-Set10, H-Set 6, H-Set 3 
	H-Set 3
	H-Set 3
	H-Set 9

	Category 16
	H-Set10, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Category 17
	H-Set10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Category 18
	H-Set10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Category 19
	H-Set 11, H-Set-10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 11, H-Set 9

	Category 20
	H-Set-11, H-Set-10, H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 11, H-Set 9

	Note 1:
Single link enhanced performance requirements type 3i for Categories 7-20 with 
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= 0dB are set according to H-Set 6. Requirements in other conditions are according to type 3 enhanced performance requirements.

Note 2:
Open loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 3:
Closed loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 4:     MIMO requirements for categories 15-20, with 
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 = 6 and 10 dB are set according to H-Set 9. MIMO requirements for categories 19-20, with 
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 = 18 dB are set according to H-Set 11.

Note 5:
For UE supporting the enhanced performance requirements type 3 for HS-DSCH the requirements for HS-SCCH Type 1 detection for single link are determined in Table 9.51A and for open loop transmit diversity in Table 9.54.

Note 6:
For UE supporting MIMO for HS-DSCH the requirements for HS-SCCH Type M detection are determined in Tables 9.56 and Table 9.57.




During the Fixed Reference Channel tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.1A:

Table 9.1A: Node-B Emulator Behaviour in response to ACK/NACK/DTX

	HS-DPCCH ACK/NACK Field State
	Node-B Emulator Behaviour

	ACK
	ACK: new transmission using 1st redundancy and constellation version (RV) 

	NACK
	NACK: retransmission using the next RV (up to the maximum permitted number or RV’s)

	DTX
	DTX: retransmission using the RV previously transmitted to the same H-ARQ process


NOTE:
Performance requirements in this section assume a sufficient power allocation to HS-SCCH_1 so that probability of reporting DTX is very low.
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