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Introduction

At RAN4#47bis in Munich the several text proposals were agreed for the repeater core requirement. The updated, combined draft TS 36.106 E-UTRA FDD Repeater radio transmission and reception v0.2.0 [1] is presented at this meeting.
Discussion

At RAN4#47bis in Munich some changes for the BS core specification TS36.104 have bee agreed, which are also valid for the repeater core specification TS36.106.
In R4-081643[2] the note 2 in 6.6.3 operating band unwanted emission was removed.

In R4-081608[3] the definition of carrier has been modified; WCDMA has been deleted.

In R4-080043[4] Annex D, Environmental conditions were added.
Proposal

It is proposed that the attached text proposal for the "Follow up on small BS changes" is approved for inclusion in TS36.106.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

Carrier: The modulated waveform conveying the E-UTRA or UTRA physical channels
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9.1.3
Additional requirements

In certain regions the following requirement may apply. For E-UTRA FDD repeaters operating in Bands 5, emissions shall not exceed the maximum levels specified in Table 9.1.3-1.

Table 9.1.3-1: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Input signal bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA FDD repeaters operating in Bands 2, 4, and 10 emissions shall not exceed the maximum levels specified in Table 9.1.3-2.

Table 9.1.3-2: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Input signal bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz


In certain regions the following requirement may apply. For E-UTRA FDD repeaters operating in Bands 12, 13, and 14 emissions shall not exceed the maximum levels specified in Table 9.1.3-3.

Table 9.1.3-3: Additional operating band unwanted emission limits for E-UTRA (bands 12, 13 and 14)
	Input signal bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	All
	0 MHz ( (f < 100 kHz
	0.015 MHz ( f_offset < 0.085 MHz
	-13 dBm
	30 kHz 

	All
	100  kHz ( (f < (fmax 
	150 kHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


NOTE 1:
As a general rule for the requirements in Clause 9.1.3, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 2:

For signal bandwidths between the values given in Table's 9.1.3-1 and 9.1.3-2, the requirements can be calculated by linearly interpolating between the requirements closest to the wanted signal bandwidth.
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Annex A (normative):
Environmental requirements for the Repeater equipment
The Repeater equipment shall fulfil all the requirements in the full range of environmental conditions for the relevant environmental class from the relevant IEC specifications listed below

60 721-3-3
"Stationary use at weather protected locations"

60 721-3-4
"Stationary use at non weather protected locations"

Normally it should be sufficient for all tests to be conducted using normal test conditions except where otherwise stated. For guidance on the use of test conditions to be used in order to show compliance refer to TS 36.143.


