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1. Introduction
This document presents 64QAM PUSCH simulation results with implementation margin for new FRCs agreed in [1].
2. Simulation results
64QAM PUSCH simulation results with implementation margin are presented in tables below.
Table 1. PUSCH simulation results with implementation margin, 2Rx

	Cyclic prefix
	Propagation conditions (Annex B)
	Modulation
	Fraction of nominal throughput
	1.4MHz 
SNR [dB]
	3MHZ 
SNR [dB]
	5MHZ 
SNR [dB]
	10MHZ
SNR [dB]
	15MHZ
SNR [dB]
	20MHz 
SNR [dB]

	Normal
	EPA 5Hz
	64QAM
	70%
	17.89
	18.76
	18.69
	18.76
	19.11
	19.63


Table 2. PUSCH simulation results with implementation margin, 4Rx

	Cyclic prefix
	Propagation conditions (Annex B)
	Modulation
	Fraction of nominal throughput
	1.4MHz 
SNR [dB]
	3MHZ 
SNR [dB]
	5MHZ 
SNR [dB]
	10MHZ
SNR [dB]
	15MHZ
SNR [dB]
	20MHz 
SNR [dB]

	Normal
	EPA 5Hz
	64QAM
	70%
	14.61
	14.53
	14.23
	14.44
	14.67
	16.02


3. Reference

[1]

R4-081944, “TP for 36.141 with FRC updates for 64QAM”, Ericsson, RAN4#48
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