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1. Introduction

This contribution provides simulation results with implementation margin for the TDD PDCCH test scenario 8.1 defined in [1]. 
2. Simulation results with implementation margin
The PDCCH test scenario 8.1 is defined in Section 3 of [1] and is given in Table 1.
Table 1:  PDCCH Scenario Definition
	Scenario
	Description
	Reference channel
	Propagation model
	Antenna correlation
	Verification point

	8.1
	1x2 8CCE DCI1 10MHz
	R.15
	ETU70
	Low
	See Annex B


The reference channel R.15 specified in Annex B of [1] is given in Table 2.
Table 2:  Reference Channel Definition
	Ref.
Channel
	TX ports
	Channel bandwidth
	Control
symbols
	Aggregation

level
	DCI format
	Cell ID
	TDD payload

(w/o CRC)

	R.15
	1
	10 MHz
	2 symbols
	8 CCE
	Format 1
	0
	34 bits


Simulations were performed in accordance with the assumptions in Annex B of [1].  The proposed test point with implementation margin for the TDD PDCCH in Scenario 8.1 is given in Table 3.
Table 3:  PDCCH Performance with Margin
	Test Scenario
	Test point
	SNR requirement with Margin

	8.1
	Missed Detection Probability < 1%
	-1.6 dB


3. References
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