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These configurations are analyzed in detail in R4-081413.
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8.1.2.3.2
E-UTRAN TDD – TDD inter frequency measurements
8.1.2.3.2.1
E-UTRAN TDD – TDD inter frequency measurements when no DRX is used
When transmission gaps are scheduled the UE shall be able to identify a new TDD inter-frequency within TIdentify_Inter according to the following expression:

· 
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Where:

TInter: This is the minimum time that is available for inter frequency measurements during the measurement period TMeasurement_Period_Inter_TDD with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by assuming [2*0.5 ms] for implementation margin. The value of TMeasurement_Period_TDD_Inter is defined in table 8.1.2.3.4.1-1.
TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.
A cell shall be considered detectable provided following conditions are fulfilled: 
-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,
-
SCH_RP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40 and SCH_RP/Iot > -4 dB,

-
SCH_RP|dBm( -126 dBm for Band 9 and SCH_RP/Iot > -4 dB, 
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7 and 11 and SCH_RP/Iot > -4 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8 and 13 and SCH_RP/Iot > -4 dB.
When transmission gaps are scheduled for TDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.3 with measurement period (TMeasurement_Period_TDD_Inter) given by table 8.1.2.3.2.1-1:
Table 8.1.2.3.2.1-1: TMeasurement_Period_TDD_Inter for different configurations
	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS


	TMeasurement_Period_TDD_Inter [ms]



	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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	480 x Nfreq, EUTRA-TDD

	1 (Note 1)
	50
	2
	2
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	240 x Nfreq, EUTRA-TDD

	Note 1: This configuration is optional

Note 2: Ts is defined in 3GPP TS 36.211 [bb]


Where:

Nfreq, EUTRA-TDD: This is the number of TDD frequencies indicated in the inter frequency measurement control information.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.
8.1.2.3.2.2
E-UTRAN TDD – TDD inter frequency measurements when DRX is used
When DRX is in use the UE shall be able to identify a new detectable E-UTRAN TDD inter frequency cell within Tidentify_inter as shown in table 8.1.2.3.2.2-1
Table 8.1.2.3.2.2-1: Requirement to identify a newly detectable TDD interfrequency cell

	 DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.04
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	[0.08]
	TBD TBD
	TBD TBD

	0.16]
	TBD TBD
	TBD TBD

	[0.32]
	TBD TBD
	TBD TBD

	[0.64]
	TBD TBD
	TBD TBD

	[1.28]
	TBD TBD
	TBD TBD

	[2.56]
	TBD TBD
	TBD TBD


A cell shall be considered detectable provided following conditions are fulfilled: 
-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,
-
SCH_RP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40 and SCH_RP/Iot > -4 dB,

-
SCH_RP|dBm( -126 dBm for Band 9 and SCH_RP/Iot > -4 dB, 
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7 and 11 and SCH_RP/Iot > -4 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8 and 13 and SCH_RP/Iot > -4 dB.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in table 8.1.2.3.2.2-2.
Table 8.1.2.3.2.2-2: Requirement to measure TDD interfrequency cells
	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles)

	≤0.04
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	[0.08]
	0.48*Nfreq (6*Nfreq)

	[0.16]
	0.8*Nfreq (5*Nfreq)

	[0.32]
	1.6*Nfreq (5*Nfreq)

	[0.64]
	3.2*Nfreq (5*Nfreq)

	[1.28]
	6.4*Nfreq (5*Nfreq)

	[2.56]
	12.8*Nfreq (5*Nfreq)


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.
8.1.2.3.4
E-UTRAN FDD – TDD inter frequency measurements
 
8.1.2.3.4.1
E-UTRAN FDD – TDD inter frequency measurements when no DRX is used
The requirements in this section shall apply to UE supporting FDD and TDD.
The requirements in section 8.1.2.3.2.1 also apply for this section.
8.1.2.3.4.2
E-UTRAN FDD – TDD inter frequency measurements when DRX is used
The requirements in this section shall apply to UE supporting FDD and TDD.
The requirements in section 8.1.2.3.2.2 also apply for this section.
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