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1. Introduction 

In the current UE minimum performance specification, the number of exception for spurious response is left TBD. In [1][2] proposals were made for filling in this detail.  

2. Discussion 

A limited number of exceptions are allowed for UE Rx band emissions. The definition of those exceptions is not yet specified in [3].  

We propose to use the WCDMA specification [4] as a baseline.  In the Tx spurious emissions in the Rx bands, the WCDMA specification uses both 100kHz and 3.84MHz measurement BW. In the LTE UE specification, only 1MHz measurement BW is used and the emission limit had been relaxed.  
Therefore we propose not to have general exceptions in LTE.  

On the other hand, we propose to still have exceptions specified for the 2nd or 3rd order harmonics like in WCDMA.  The exceptions should be defined in a way to cover any overlap of the power spectrum of the harmonics and the measurement BW.  

There were concerns expressed regarding the extent of the exceptions considering the possibly wider BW LTE transmission compared to WCDMA. 

We can address those concerns as follows: 

1. One of the common goals for designing LTE RF requirements was to enable reusing UTRA RF components.  In the case discussed here, this requires harmonization with the WCDMA Tx spurious exception rules, unless it is agreed that those WCDMA requirements were too relaxed.  It should be noted that it would be possible to moderately lower the exception level for higher BW cases with keeping harmonization with WCDMA.  This would mean that at the exception points, the applicable limit would be changed from 
[image: image1.wmf]MHz

dBm

/

30

-

 to 
[image: image2.wmf])

84

.

3

/

180

(

log

10

/

30

10

MHz

kHz

L

MHz

dBm

CRBS

×

×

-

-

, where 
[image: image3.wmf]CRBs

L

 is the number of RBs allocated for the UL transmission.  

2. The frequencies covered by the exceptions is proportional to the actual UL grant for the UE (transmission bandwidth), not the LTE system BW (transmission bandwidth configuration), therefore the extent of the exceptions in controlled by the scheduling base station, not the UE.  

3. If it is known that in a geographical area, there is an overlap with another band with exhibiting 2nd or 3rd harmonic interference, the base station can always limit the allocation to about 20RBs, in which case the interference caused would be close to identical to the WCDMA case. 

In the following, we repeat the updated text proposal. 

<< Unchanged sections omitted >>
6.6.3.2
Spurious emission band UE co-existence

This clause specifies the requirements for the specified E-UTRA band 
Table 6.6.3.2-1: Requirements

	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	7
	E-UTRA Band  1, 3, 7, 8, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	10
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	13
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	 

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	Note
	 

	1
	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

	2
	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.4.2-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth. These exceptions include both spurious due to LO mixing and I/Q imbalance for specific values of NRB. 

	3
	To meet these requirements some restriction will be needed for either the operating band or protected band

	4
	Requirements are specified in terms of E-UTRA sub-bands

	5
	For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band


<< Unchanged sections omitted >>
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