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1 Introduction
In last meeting, the required changes to 25.104 about Home NodeB(HNB) and the corresponding CRs were agreed. The contribution provides the Text Proposal on required changes summary in 25.141 for TR HNB[1].
2 Text proposal for TR 25.xxx 3G Home NodeB Work Item Technical Report
6.2 Changes in 25.141

Required changes in specification TS 25.141 together with their currently assumed values are discussed in Table 6.2.1/6.2.2/6.2.3. Requirements which are not shown are applicable to Home BS without any modifications from the existing specifications. 

Table 6.2.1: Required Changes about transmitter characteristics to TS 25.141

	Section
	Requirement
	Discussion / Required Changes

	4.3A
	Base station calsses
	Add new class-Home Base Stations
    Home Base Stations are characterized by requirements derived from Femto Cell scenarios.

	6.2.1
	Base station maximum output power
	Add rated output power requirement for Home BS.

	6.3
	Frequency error
	Add frequency error requirement for Home BS

	6.5.2.1
	Spectrum emission mask
	Add additional requirements for Home BS

	6.5.2.2
	ACLR
	Add additional ACLR absolute limit requirement for Home BS.

	6.5.3
	TX Spurious emissions
	Add Home BS spurious emissions limits for protection of the BS receiver and coexistence with Home BS operating in other bands.


Table 6.2.2: Required Changes about receiver characteristics to TS 25.141

	Section
	Requirement
	Discussion / Required Changes

	7.2
	Reference sensitivity level
	Add requirement for Home BS

	7.3
	Dynamic range
	Add general and additional requirement for Home BS

	7.4
	ACS
	Add general and additional requirement for Home BS

	7.5
	Blocking characteristics
	Add minimum and narrowband requirements for Home BS

	7.6
	Intermodulation characteristics
	Add minimum and narrowband requirements for Home BS


Table 6.2.3: Required Changes about demodulation requirements to TS 25.141

	Section
	Requirement
	Discussion / Required Changes

	8.2
	Demodulation of DCH in static propagation conditions
	The requirement is applied to Home BS

	8.3.1
	Demodulation of multipath fading case 1
	The requirement is applied to Home BS

	8.3.2
	Demodulation of multipath fading case 2
	The requirements shall not be applied to Home BS

	8.3.3
	Demodulation of multipath fading case 3
	

	8.4
	Demodulation of DCH in moving propagation conditions
	

	8.5
	Demodulation of DCH in birth/death propagation conditions
	

	8.5A
	Demodulation of DCH in high speed train conditions
	

	8.8
	RACH performance
	Only requirements in static propagation conditions or multipath fading case 1 are applied to Home BS

	8.11
	Performance of signaling detection for HS-DPCCH
	Only requirements in static propagation conditions or multipath fading case 1 are applied to Home BS

	8.12
	Demodulation of E-DPDCH in multipath fading conditions
	Only requirements in Pedestrian A are applied to Home BS

	8.13.1
	E-DPCCH false alarm in multipath fading conditions
	Only requirements in Pedestrian A are applied to Home BS

	8.13.2
	E-DPCCH missed detection in multipath fading conditions
	


3 Reference

[1] TR 25.xxx 3G Home NodeB Work Item Technical Report
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