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6.2.4 UE Maximum Output power for modulation / channel bandwidth 
For UE Power Class 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2-1due to higher order modulation, transmission bandwidth (resource blocks) and separation between edge of transmission bandwidth and transmission bandwidth configuration is specified in Table 6.2.3-1.

	
	
	

	
	

	

	

	

	

	

	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Table 6.2.3-1:  Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	Uplink allocation description
	Channel bandwidth
	MPR (dB)

	
	
	1.4

MHz
	3
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
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	> 5 
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1
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	N/A
	< 3 
	< 5 
	< 12
	< 18
	< 25
	

	16 QAM
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	≤ 5 
	≤ 4
	≤ 8
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	≤ 16
	≤ 18
	≤ 1
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	< x
	< 3 
	< 5 
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	< 25
	

	16 QAM
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	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2
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	N/A
	< 3 
	< 5 
	< 12
	< 18
	< 25
	

	Note 1:
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 is the Transmission Bandwidth expressed in number of resource blocks (see Figure 5.4.2-1)
Note 2:
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 is the frequency separation, expressed in number of resource blocks, between the edge of the allocated bandwidth and the closest edge of the transmission bandwidth configuration. When the separation is different at the lower and upper edges of the transmission bandwidth, the smaller of the two values is taken.
Note 3:
MPR applies only when both the conditions on 
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 and 
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 are met. 
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