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1
Introduction
During the last RAN4#48 bis meeting, it was agreed that the UE would only be required to send a measurement report during the active time immediately following the expiry of TTT and an LS was sent to RAN2 to inform the agreement [1]. It would be also needed to clarify how to treat Treselection for cell reselection evaluations. This contribution discusses and decides how Treselection should be handled when the UE evaluates the criteria for cell reselections.
2 Discussion

In the last RAN4 meeting, different approaches for the TTT operation in DRX mode in RRC_CONNECTED were discussed, and there was consensus that it is not necessary to evaluate or trigger the TTT during inactivity time of DRX, in which the UE is assumed not to make measurements.
Similar behaviour could be observed in RRC_IDLE, i.e. UE would make RSRP measurements and performs cell reselection when Treselection expires in every DRX cycle. It implies that we need some clarifications, which have already been agreed in RRC_CONNECTED_DRX, for RRC_IDLE. That is, we need to clarify how UE should perform cell reselections in case Treselection expires during the inactivity time of RRC_IDLE DRX. 
It is felt that the same approach as RRC_CONNECTED DRX should be applicable in RRC_IDLE DRX, because there would be no difference from a battery consumption point of view. Therefore, it is proposed that evaluation should be performed only when a new measurement sample is obtained in the next activity time of DRX mode after Treselection expired.
Proposal: Evaluation should be fulfilled only when a new measurement sample is obtained in the next activity time of DRX mode after Treselection expired.
If Proposal is acceptable, we also propose to send an LS to RAN2 to clearly specify the UE behaviour in their specification. It should be noted that this can also apply to inter-frequency and inter-RAT cell reselections.
3 Conclusions

In this contribution, the handling of Treselection when the UE makes the decision of cell reselections is discussed. Our proposals are as followings:

Proposal: Evaluation should be fulfilled only when a new measurement sample is obtained in the next activity time of DRX mode after Treselection expired.
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