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	The measurement requirements for CDMA2000 1xRTT Pilot Strength measurement are specified. 

The proposed measurements are based on previous RAN4 paper in R4-081313 and it was agreed to introduce these requirements in TS 36.133 as captured in RRM ad hoc minutes (R4-081666). 

The summary of requirements is:

Tbasic_measurement_CDMA2000_1x = 100 ms. If gaps are needed for measurement then this value is scaled by a scaling factor based on the actual gap pattern used. The scaling factors for 2 gap patterns are defined.
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9.5
CDMA2000 1x RTT Measurements

The requirements in this clause are applicable for a UE:

-
in RRC_CONNECTED state.
-
synchronised to the cell that is measured.

9.5.1
CDMA2000 1x RTT Pilot Strength
NOTE:
This measurement is for handover between E-UTRAN and cdma2000 1 x RTT.

The requirements in this section are valid for terminals supporting this capability.

CDMA2000 1xRTT Pilot Strength defined in sub-clause 5.1.10 of [4] shall meet the performance requirement defined in sub-clause 3.2.4 of [14] on the cdma2000 1xRTT neighbour cells indicated by the serving eNode B. 
The CDMA2000 1xRTT Pilot Strength measurement reporting delay corresponding to the 90% measurement success rate shall not be larger than the Tbasic_measurement_CDMA2000_1x = 100 ms. 
If measurement gaps are required for CDMA2000 1xRTT Pilot Strength measurement then the time value Tbasic_measurement_CDMA2000_1x shall be appropriately scaled by multiplying it with a scale factor Sgap, which is based on the measurement gap pattern in use as defined in Table 9.5.1-1.

Table 9.5.1-1: Gap Pattern Specific Scale Factor 

	Gap Pattern Id
	Sgap

	0
	32/3

	1
	64/3
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