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1. Introduction
This document analyses changes needed to 25.133 to incorporate changes already agreed in RAN4#48bis to 36.133 .
2. Change analysis from 36.133 changes agreed in RAN4#48
From [1]the following CRs were agreed at TSG-RAN WG4 Meetings #48bis to 36.133. The analysis indicates that only one corresponding change is needed to 25.133 as a result of these CRs. Additionally, document R4-082637 is also shown in the meeting report [1] as a technically endorsed CR to 36.133, but the actual content of the document is a CR to 36.141 so it is excluded from the analysis.
	R4-082355
	CR
	Introduction of 700 MHz Bands 12, 14 and 17
	Nokia Siemens Networks
	Technically endorsed
	700 MHz bands 12,14 and 17 should also be introduced in 25.133 to facilitate inter RAT measurements.

	R4-082344
	CR
	Definition of out of service area
	NTT DOCOMO
	Technically endorsed
	UTRA out of service area should not be modified

	R4-082421
	CR
	Measurement requirements for UTRAN TDD cells in idle state
	CATT
	Technically endorsed
	This defines Tdetect, Tmeasure and Tevaluate for LTE to UTRA TDD reselection. Corresponding reselection from UTRA TDD to LTE shall be defined in 25.123. No impact to 25.133

	R4-082422
	CR
	Correction of E-UTRAN cell measurement requirements in idle state
	CATT
	Technically endorsed
	This generalises some reselection requirements in E-UTRA specifications to be applicable to E-UTRA FDD and E-UTRA TDD. It has been confirmed that UTRA to E-UTRA reselection requirements in section  4.2.2.5a and table 4.2 of 25.133 are applicable to both E-UTRA FDD and E-UTRA TDD targets

	R4-082232
	CR
	E-UTRAN TDD  TDD intra/inter frequency measurement reporting requirements
	Huawei
	Technically endorsed
	E-UTRA measurement reporting requirements were technically endorsed for 25.133 in R4-082540

	R4-082233
	CR
	E-UTRAN FDD  UTRAN FDD Measurement reporting requirements
	Huawei
	Technically endorsed
	E-UTRA measurement reporting requirements were technically endorsed for 25.133 in R4-082540

	R4-082424
	CR
	Correction of TS36.133 section 8.1.2.1.1
	CATT
	Technically endorsed
	Change is specific to UTRA TDD measurement quantities. Not applicable for an E-UTRA FDD or TDD target

	R4-082425
	CR
	Additional condition for TDD intra frequency cell identification requirements
	CATT
	Technically endorsed
	Concerns intra frequency E-UTRA TDD cells only

	R4-082427
	CR
	Measurement requirement for E-UTRAN TDD to UTRAN TDD/FDD when DRX is used
	CATT
	Technically endorsed
	No large DRX in UTRA specifications

	R4-082644
	CR
	Interfrequency and GSM measurement performance requirements in large DRX
	Nokia, Nokia Siemens Networks
	Technically endorsed
	No large DRX in UTRA specifications


3. Additional corrections proposed to 25.133

· In RAN4#48bis, the CR agreed indicated that up to 3 E-UTRA carriers could be monitored. This was copied from E-UTRA interfrequency requirements but in E-UTRA the neighbour list actually contains 4 frequencies (3 interfrequency + 1 intrafrequency). So we believe that it is desirable to have consistent capability in UTRA monitoring of E-UTRA carriers, and that it would be beneficial for the UE to be able to monitor up to 4 E-UTRA carriers in Cell_DCH state.

· Minumum TGL1 where RAN4 performance requirements apply was specified as 9 slots. However, due to UL/DL timing difference, 9 slot gap will not give a UE requiring gap on both uplink and downlink to make E-UTRA measurements a 6ms measurement oppportunity. Since the 25.133 performance requirements are copied from 36.133 interfrequency requirements where a true 6ms gap is available to make measurements, the min TGL1 needs to be increased to 10 slots.
4. Conclusions

The analysis indicates that one change is needed to 25.133 as a result of changes agreed in 36.133 in RAN4#48bis. Two additional corrections are also proposed,  and an updated version of the technically endorsed CR in [2] with these changes is provided.
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[1] http://www.3gpp.org/ftp/tsg_ran/WG4_Radio/TSGR4_48bis/Report/

[2] R4-082701, “E-UTRA Changes for 25.133”, Nokia and Nokia Siemens Networks



































































































































































































