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1. Introduction

According to the Ad-Hoc minutes for UE demodulation performance in last meeting [1], this contribution presents the TDD PDSCH performance corresponding to the following case:

· Different channel bandwidths
The simulation assumptions and the reference channel configurations defined for TDD are given in [2]. Implementation margins are not included in these results.

2. Simulation Assumptions
Details of simulation assumptions and the reference channel configurations are presented in [2].
3. Simulation Results

Simulation results with different channel bandwidths are presented in table 1. More detailed information are listed in the excel documents.
Table 1: Simulation results with different channel bandwidths
	Scenario
	Description
	Throughput
	SNR (dB)

	2.1
	1x2 QPSK     1/3  1.4MHz  EVA5    low    R.4
	30%
	-8.1

	
	
	70%
	-4.0

	2.2
	1x2 64QAM   3/4  3MHz     EVA5    low    R.5
	30%
	10.0

	
	
	70%
	15.1

	2.3
	1x2 64QAM   3/4  5MHz     EVA5    low    R.6
	30%
	10.5

	
	
	70%
	15.0

	2.4
	1x2 64QAM   3/4  15MHz   EVA5    low    R.8
	30%
	10.9

	
	
	70%
	16.0

	2.5
	1x2 64QAM   3/4  20MHz   EVA5    low    R.9
	30%
	10.9

	
	
	70%
	16.5


4. Conclusion

This document presents the TDD PDSCH simulation results with 
· Different channel bandwidths
Reference

[1] R4-082648  Minutes from the LTE UE demodulation Ad-Hoc chair (Nokia)
[2] R4-082386  Framework for the LTE UE demodulation requirements (rev 4)  Nokia
















































PAGE  
1

