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1 Introduction
In RAN1 #54bis Prague meeting, Configuration of PMAX.through higher layer is approved and the CR of TS36.213 was accepted. In this paper, we will introduce required modification of RAN4 specs due to configured PMAX.
2 PMAX configuration through RRC

In TS36.331, Maximum allowable UE transmit power can be set in the system information block. This value is cell specific and only dedicatedly signalled when hand off is required. The tolerance of configured Pmax could same as that of nominal maximum power. Tolerance of configured UE’s transmit maximum should be discussed more in RAN4 meeting.  The range of the value is discussed and recommended in RAN4. Detail information of configured Pmax can be found in TS36.331 as follows.
TS36.331

SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

Editor's note:
In accordance with TS 36.300, cell specific parameters are not included in this SIB.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


utra-FDD-CarrierFreqList


UTRA-FDD-CarrierFreqList
OPTIONAL,


utra-TDD-CarrierFreqList


UTRA-TDD-CarrierFreqList
OPTIONAL,


t-ReselectionUTRA




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionUTRA-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionUTRA-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,


-- need OP

...

}

UTRA-FDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

q-Qualmin






INTEGER (-24..0),


-- need and value range FFS

...

}

UTRA-TDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

...

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

3 Conclusion
In this paper, higher layer configured Pmax was introduced and modification of TS36.101 is proposed to capture this change.
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6.2.2
 UE Nominal Maximum Output Power
The following UE Power Classes define the nominal maximum output power. The nominal power is defined as the broadband transmit power of the UE, i.e. the power in the channel bandwidth (clause 5.2) of the radio access mode. The period of measurement shall be at least one [timeslot/ frame/TTI].

Table 6.2.2-1: UE Power Class

	E-UTRA Band
	Class 1

(dBm)
	Tolerance

(dB)
	Class 2

(dBm)
	Tolerance

(dB)
	Class 3

(dBm)
	Tolerance

(dB)
	Class 4

(dBm)
	Tolerance

(dB)

	1
	
	
	
	
	23
	(2
	
	

	2
	
	
	
	
	23
	(2
	
	

	3
	
	
	
	
	23
	(2
	
	

	4
	
	
	
	
	23
	(2
	
	

	5
	
	
	
	
	23
	(2
	
	

	6
	
	
	
	
	23
	(2
	
	

	7
	
	
	
	
	23
	(2
	
	

	8
	
	
	
	
	23
	(2
	
	

	9
	
	
	
	
	23
	(2
	
	

	10
	
	
	
	
	23
	(2
	
	

	11
	
	
	
	
	23
	(2
	
	

	12
	
	
	
	
	23
	(2
	
	

	13
	
	
	
	
	23
	(2
	
	

	14
	
	
	
	
	23
	(2
	
	

	...
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	(2
	
	

	34
	
	
	
	
	23
	(2
	
	

	35
	
	
	
	
	23
	(2
	
	

	36
	
	
	
	
	23
	(2
	
	

	37
	
	
	
	
	23
	(2
	
	

	38
	
	
	
	
	23
	(2
	
	

	39
	
	
	
	
	23
	(2
	
	

	40
	
	
	
	
	23
	(2
	
	

	Note 

1. The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support  5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS


6.2.3
 Configured UE Maximum Output Power
The UE transmit power maxAllowedTxPower  can be configured from higher layer. The final maximum UE output power is minimum of configured output power and nominal maximum power. The tolerance of configured UE maximum output power is specified as ±[2]dB.









