
3GPP TSG-RAN WG4 Meeting #49bis
(
 R4-090340
Ljubljana, Slovenia, 12th – 16th January 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	25.101
	CR
	
	(

rev
	-
	(

Current version:
	8.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	TX-RX frequency separation for DC-HSDPA

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	RAN WG4

	
	

	Work item code:
(

	TEI8
	
	Date: (

	08/01/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	To allow flexibility in DL/UL pairing for DC-HSDPA, current TX-RX frequency separation requirement should be relaxed by 5MHz.

	
	

	Summary of change:
(

	TX-RX frequency separation requirement is relaxed by 5MHz, except band XII, XIII and XIV.

	
	

	Consequences if 
(

not approved:
	Only one uplink carrier frequency can be utilized in DC-HSDPA to satisfy TX-RX frequency separation, when TX-RX frequency separation is equal to minimum separation.

	
	

	Clauses affected:
(

	5.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


-------------------------------------------------------------- Text start --------------------------------------------------------------
5.3
TX-RX frequency separation

a)
UTRA/FDD is designed to operate with the following TX-RX frequency separation

Table 5.0A: TX-RX frequency separation

	Operating Band
	TX-RX frequency separation

	I
	190 MHz

	II
	80 MHz.

	III
	95 MHz.

	IV
	400 MHz

	V
	45 MHz

	VI
	45 MHz

	VII
	120 MHz

	VIII
	45 MHz

	IX
	95 MHz

	X
	400 MHz

	XI
	48 MHz

	XII
	30 MHz

	XIII
	31 MHz

	XIV
	30 MHz


b)
UTRA/FDD can support both fixed and variable transmit to receive frequency separation.

c)
The use of other transmit to receive frequency separations in existing or other frequency bands shall not be precluded.
d)
When configured to operate on dual cells, the TX-RX frequency separation in Table 5.0A may be further reduced by 5MHz except band XII, XIII and XIV.
-------------------------------------------------------------- Text end --------------------------------------------------------------
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