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-------------------------------------------------------------- Text start --------------------------------------------------------------
6.8.6
Phase discontinuity for E-DCH

Phase discontinuity for E-DCH is the change in phase due to the transmission of DPCCH, HS-DPCCH, E-DPCCH and E-DCH with the combined transmit power profile as defined in Table 6.19. The phase discontinuity for E-DCH result is defined as the difference between the absolute phase used to calculate the EVM for the preceding timeslot, and the absolute phase used to calculate the EVM for the succeeding timeslot.

Table 6.19 Transmit power profile for E-DCH phase discontinuity test
	Slot Number
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	1
	19/15
	21/15
	DTX

	2
	19/15
	21/15
	24/15

	3
	19/15
	21/15
	24/15

	4
	19/15
	42/15
	30/15

	5
	19/15
	42/15
	DTX

	6
	19/15
	42/15
	DTX

	7
	19/15
	60/15
	DTX

	8
	19/15
	60/15
	24/15

	9
	19/15
	60/15
	24/15

	10
	19/15
	30/15
	DTX

	11
	19/15
	30/15
	DTX

	12
	19/15
	30/15
	DTX

	13
	19/15
	21/15
	30/15

	14
	19/15
	21/15
	24/15

	15
	19/15
	21/15
	24/15

	16
	19/15
	30/15
	DTX

	17
	19/15
	30/15
	DTX

	18
	19/15
	30/15
	DTX

	19
	19/15
	21/15
	

	20
	19/15
	21/15
	

	21
	19/15
	21/15
	

	22
	19/15
	42/15
	

	23
	19/15
	42/15
	

	24
	19/15
	42/15
	

	Note 1:
E-DCH power profile has a period of 24 slots and will be repeated every 24 slots.

Note 2:
HS-DPCCH power profile has a period of 18 slots and will be repeated every 18 slots.

Note 3:
The toal combined power profile has a period of 72 slots and will be repeated every 72 slots.

Note 4:
Power control will be turned off so that DPCCH power is kept constant for a specific run of the test.


6.8.6.1
Minimum requirement

When transmitting according to the power profile specified in Table 6.19, the phase discontinuity for E-DCH shall not exceed the value specified in table 6.20 for the specified amount of time in table 6.20. The requirement applies for the range of DPCCH powers according to table 6.20. When calculating the phase discontinuity, the requirements for frequency error and EVM in sub clauses 6.3 and 6.8.2, respectively shall be met.
Table 6.20: Phase discontinuity minimum requirement for E-DCH

	Phase discontinuity Δθ in degrees
	Minimum allowed time in percentage
	DPCCH power in dBm

	Δθ ( 15
	80
	-15 ( DPCCH power ( (Pmax -20)

	Δθ ( 35
	90
	

	Δθ ( 45
	100
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