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1. Introduction
Operating band unwanted emissions for Band Category 1 were discussed in [1] presented at the last RAN4 meeting. 
This TP covers general aspects for Operating band unwanted emissions for Band Category 1 based on the tentative text proposed in [1].

2. TP
 ----- Start of TP -----
6.6
Unwanted emissions

<Text will be added.>

6.6.1
Operating band unwanted emissions

<Text will be added.>

6.6.1.1 Band Category 1

Operating band unwanted emission requirements are defined above the upper and below the lower RF bandwidth edge located at FBW RF,high , respectively FBW RF,low and shall apply within the downlink operating band plus the frequency ranges 10 MHz above and 10 MHz below this band. Unwanted emissions outside this frequency range shall be limited by spurious emissions requirements.
The requirements shall apply whatever the type of transmitter considered (single RAT or multi-RAT, single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The requirements shall apply with values for Foffset, RAT as specified in Table X.Y.

Table X.Y:  Foffset, RAT for Band Category 1
	RAT
	Foffset, RAT

	1.4, 3 MHz E-UTRA
	BWChannel/2 + 200 kHz

	5, 10, 15, 20 MHz E-UTRA
	BWChannel/2

	UTRA
	2.5 MHz


The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [6]. 
<Text will be added.>

----- End of TP -----
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