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1   Introduction
In  RAN4#50, TDD PDSCH DRS simulation results with impairment were agreed to be shown in RAN4#50bis. In this contribution we present simulation results with impairment for TDD DRS cases (11.1~11.4) based on the simulation assumption which ageed in [1].
2
Discussion
Table 1 is TDD PDSCH DRS simulation results with impairment.
Table 1: TDD PDSCH DRS  results with Implementation Margin
	Scenario
	Description
	Reference channel
	Propagation model
	Antenna correlation
	Verification point
	Required SNR [dB]

	11.1
	1x2 QPSK 1/3 10MHz Full RB
	R.25
	EPA5
	Low
	70% tp
	-1.3

	11.2
	1x2 16QAM 1/2 10MHz Full RB
	R.26
	EPA5
	Low
	70% tp
	6.8

	11.3
	1x2 64QAM 3/4 10MHz Full RB
	R.27
	EPA5
	Low
	70% tp
	16.9

	11.4
	1x2 16QAM 1/2 10MHz 1PRB
	R.28
	EPA5
	Low
	30% tp
	1.6


3 Conclusion
In this document, we present results with implementation margin for TDD DRS cases (11.1~11.4).
4   Reference

[1] R4-090188, Framework for the LTE UE demodulation requirements (revision 6), Nokia
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