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Background and discussion
The spurious emission requirements agreed for MSR in the Work Item TR [1] contain mandatory limits for Band Category 1 (BC1) that cover both UTRA and E-UTRA and that are aligned with the present single-RAT UTRA and E‑UTRA requirements. At RAN4#50, a full set of spurious emissions requirements for co-existence and co-location was agreed [2], with all values completely harmonised for BC1 and BC2, covering GSM, UTRA and E-UTRA. These values are also endorsed by GERAN.
The present document proposes to also harmonise the mandatory spurious emission requirements (more than 10 MHz outside the operating band), with values aligned with the recommendations in ITU-R SM.329.
Proposal

It is proposed that the attached text proposal is included in the Work Item TR [1].
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TEXT PROPOSAL:

6.6.2.1 Band Category 1

6.6.2.1.1
Mandatory requirements
UTRA and E-UTRA have identical requirements based on recommendations in ITU-R SM.329 [6], both for Category A and Category B limits. The Category B limits for UTRA in TS 25.104 [2] are expressed in a slightly more complex way, but are identical to the E-UTRA limits in TS 36.104 [4].

The requirements of either Table 6.6.2.1.1-1 (Category A limits) or Table 6.6.2.1.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.6.1.
Table 6.6.2.1.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [6], s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [6], s4.1. Upper frequency as in ITU-R SM.329 [6] , s2.5 table 1


Table 6.6.2.1.1-2: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [6], s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [6], s4.1. Upper frequency as in ITU-R SM.329 [6] , s2.5 table 1


6.6.2.2
Band Category 2

6.6.2.2.1
Mandatory requirements
The spurious emission requirements for GSM BTS in TS 45.005 [5] for frequencies that are more than 10 MHz outside the operating band are based on the same emission levels of -36 dBm below 1 GHz and -30 dBm above 1 GHz as in ITU-R SM.329 [1] (Category B) and are also the same levels as used for UTRA and E-UTRA. The measurement bandwidth specified in [5] is however not fully aligned with ITU-R SM.329, since it depends on the offset from the edge of the downlink operating band.
Setting the GSM spurious emission requirements for frequencies that are more than 10 MHz outside the operating band to be the same as for BC1 (Category B) would create harmonised GSM/UTRA/E-UTRA requirements that are aligned with ITU-R SM.329 [1] and would use the same spurious emission levels as used for GSM in TS 45.005 [1].

The mandatory spurious emissions requirements are therefore taken from Table 6.6.2.1.1-2 as applicable also to Band Category 2, thereby harmonising the E-UTRA, UTRA and GSM spurious emission requirements for all operating bands over all frequency ranges.
<Text will be added.>






