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1. Introduction
The skeleton TR for the RAN4 feasibility studies was agreed in [1] at RAN4#50bis and the content of discussion document in [2] was agreed. 

This is a TP for [1] to include prioritized LTE-Advanced deployment scenarios into section 5.1 as agreed in [2].
2. Text proposal for the TR
----- Start of TP -----
5.1
RF scenarios
5.1.2 Deployment scenarios for Feasibility study 

Based on operator’s input RAN4 identified some LTE-Advanced deployment scenarios and priorities for the feasibility study of LTE-Advanced. RAN4 is focusing on these selected deployment scenarios considering the priorities and thereby timely analyses various RF aspects including terminal complexity. Table 5.1.2-1 provides LTE-A deployment scenarios with the highest priority for the feasibility study.

Table 5.1.2-1: Deployment scenarios with the highest priority for the feasibility study
	Scenario No.
	Deployment Scenario
	Transmission BWs of LTE-A carriers
	No of LTE-A component carriers
	Bands for LTE-A carriers
	Duplex modes

	1
	Single-band contiguous spec. alloc. @ 3.5GHz band for FDD
	UL: 40 MHz

DL: 80 MHz
	UL: Contiguous 2x20 MHz CCs

DL: Contiguous 4x20 MHz CCs
	3.5 GHz band
	FDD

	2
	Single-band contiguous  spec. alloc. @ Band 40 for TDD
	100 MHz
	Contiguous 5x20 MHz CCs
	Band 40 (2.3 GHz)
	TDD

	3
	Single-band contiguous spec. alloc. @ 3.5GHz band for TDD
	100 MHz
	Contiguous 5x20 MHz CCs
	3.5 GHz band
	TDD

	4
	Single-band, non-contiguous spec. alloc. @ 3.5GHz band for FDD
	UL: 40 MHz

DL: 80 MHz
	UL: Non-contiguous 20 + 20 MHz CCs

DL: Non-contiguous 2x20 + 2x20 MHz CCs
	3.5 GHz band
	FDD

	5
	Single-band non-contiguous  spec. alloc. @ Band 8 for FDD
	UL: 10 MHz

DL: 10 MHz
	UL/DL: Non-contiguous 5 MHz + 5 MHz CCs
	Band 8 (900 MHz)
	FDD

	6
	Single-band non-contiguous  spec. alloc. @ Band 38 for TDD
	80 MHz
	Non-contiguous 2x20 + 2x20 MHz CCs
	Band 38 (2.6 GHz)
	TDD

	7
	Multi-band non-contiguous  spec. alloc. @ Band 1, 3 and 7 for FDD
	UL: 40 MHz

DL: 40 MHz
	UL/DL: Non-contiguous 10 MHz CC@Band 1 + 10 MHz CC@Band 3 + 20 MHz CC@Band 7
	Band 3 (1.8 GHz)
Band 1 (2.1 GHz)
Band 7 (2.6 GHz)
	FDD

	8
	Multi-band non-contiguous spec. alloc. @ Band 1 and Band 3 for FDD
	30 MHz
	Non-contiguous 1x15 + 1x15 MHz CCs
	Band 1 (2.1 GHz)

Band 3 (1.8GHz)
	FDD

	9
	Multi-band non-contiguous  spec. alloc. @ 800 MHz band and Band 8 for FDD
	UL: 20 MHz

DL: 20 MHz
	UL/DL: Non-contiguous 10 MHz CC@UHF +    10 MHz CC@Band 8
	800 MHz band
Band 8 (900 MHz)
	FDD

	10
	Multi-band non-contiguous  spec. alloc. @ Band 39, 34, and 40 for TDD
	90 MHz
	Non-contiguous 2x20 + 10 + 2x20 MHz CCs
	Band 39 (1.8GHz)
Band 34 (2.1GHz)
Band 40 (2.3GHz)
	TDD

	11
	Single-band Contiguous spec. alloc @ Band 7 for FDD
	UL: 20 MHz

DL: 40 MHz
	UL: 1x20 MHz CCs

DL: 2x20 MHz CCs
	Band 7 (2.6 GHz)
	FDD

	12
	Multi-band non-contiguous  spec. alloc. @ Band 7 and the 3.5 GHz range for FDD
	UL: 20 MHz

DL: 60 MHz
	UL/DL: 20 MHz CCs @ Band 7

DL : Non- contiguous  20 + 20  MHz CCs @ 3.5 GHz band
	Band 7 (2.6 GHz)

3.5 GHz band
	FDD


----- End of TP -----
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