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-------------------------------------------------------------- Text start --------------------------------------------------------------
9.2.1.4
Requirement QPSK, Fixed Reference Channel (FRC) H-Set 6/6A
The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 6/6A specified in Annex A.7.1.6 with the addition of the parameters in Table 9.8A and the downlink physical channel setup according to table C.8.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 9.8B. Enhanced performance requirements type 1 as specified in Table 9.8B1 are based on receiver diversity. Enhanced performance requirements type 2 as specified in Table 9.8B2 are based on chip level equaliser. Enhanced performance requirements type 3 as specified in Table 9.8B3 and in Table 9.8B4 are based on receiver diversity and chip level equaliser. Enhanced performance requirements type 3i as specified in Table 9.8B5 are based on receiver diversity and interference-aware chip level equaliser.  

Table 9.8A: Test Parameters for Testing QPSK FRCs H-Set 6/6A

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.8B: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image2.wmf]/

cor

EI

 (dB)
	T-put 
[image: image3.wmf]R

 (kbps) *

[image: image4.wmf]ˆ

/

oroc

II

= 10 dB

	1
	PA3
	-6
	1407

	
	
	-3
	2090


Table 9.8B1: Enhanced requirements type 1 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-12
	672

	
	
	-9
	1305


Table 9.8B2: Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6/6A

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	1494

	
	
	-3
	2153

	2
	PB3
	-6
	1038

	
	
	-3
	1744

	3
	VA30
	-6
	1142

	
	
	-3
	1782

	4
	VA120
	-6
	909

	
	
	-3
	
1467


	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 6

2) For Fixed Reference Channel (FRC) H-Set 6A the reference values for R 

should be scaled (multiplied by 2.0)


Table 9.8B3: Enhanced requirement type 3 QPSK at 
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	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-9
	1554

	
	
	-6
	2495

	2
	PB3
	-9
	1190

	
	
	-6
	2098

	3
	VA30
	-9
	1229

	
	
	-6
	2013

	4
	VA120
	-9
	1060

	
	
	-6
	1674

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) 
H-Set 6

2) For Fixed Reference Channel (FRC) H-Set 6A the reference values for R should be scaled (multiplied by 2.0)


Table 9.8B4: Enhanced requirement type 3 QPSK at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	5
	PB3
	-6
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	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 6

2) For Fixed Reference Channel (FRC) H-Set 6A the reference values for R should be scaled (multiplied by 2.0)


Table 9.8B5: Enhanced requirement type 3i QPSK at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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DIP1 = -2.75 dB

DIP2 = -7.64 dB

(Note 1)

	1
	PB3
	-6
	691

	
	
	-3
	1359

	2
	VA30
	-6
	661

	
	
	-3
	1327

	Note 1: Ioc/Ioc’ is computed based on the relations shown in C.5.3. (Information only Ioc/Ioc’ = -5.27 dB ) 

Note 2: The reference value R is for the Fixed Reference Channel (FRC) H-Set 6

Note 3: For Fixed Reference Channel (FRC) H-Set 6A the reference values for R should be scaled (multiplied by 2.0)
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