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5.1.2
Measurements of Repeater

Table 5.1: Maximum Test System Uncertainty

	Subclause
	Maximum Test System Uncertainty
	Range over which Test System Uncertainty applies

	6.1 Maximum output power
	(0,7 dB
	

	7 Frequency error
	±12 Hz
	Measurement results of ( 500 Hz

	8 Out of band gain
	±0,5 dB

Calibration of test set-up shall be made without D.U.T. in order to achieve the accuracy
	

	9.1.2 Operating band unwanted emissions
(except 9.1.3)
	1,5 dB

Due to carrier leakage for measurements specified in a 1MHz bandwidth close to the carrier (4 MHz to 8 MHz), integration of the measurement using several narrower bandwidth measurements may be necessary in order to achieve the above accuracy.

The interference from the signal generator ACLR shall be minimum 10 dB below that of a Base Station according toTS25.141
	

	9.1.3 Protection of BS receiver in the operating band
	for results > -60 dBm
±2,0 dB
for results < -60 dBm
±3,0 dB
	

	9.2 Spurious emissions
	In UTRA and coexistence receive bands:
for results > -60 dBm
±2,0 dB
for results < -60 dBm
±3,0 dB

Outside above range:
emission power
f  2,2 GHz
±1,5 dB;
2,2 GHz < f 4 GHz
±2,0 dB;
f > 4 GHz 
±4,0 dB.

The interference from the signal generator ACLR shall be minimum 10 dB below that of a Base Station according toTS25.141
	

	10.1 Error vector magnitude
	± 2,5 % (single code applied)

(±2,5 % measurement error for single code). 

5,0 % EVM in the stimulus signal (single code) will shift the EVM maximum value 0,7% to 18,2%. (RSS repeater EVM and Stimulus EVM.)
	Measurement results from 12,5% to 22,5% at signal power = P_max – 3dB to P_max – 18 dB

	10.2 Peak code domain error
	±1,1dB

Formula: RSS measurement error and impedance mismatch error 

(using ±1,0 dB measurement error and ±0,5 dB impedance mismatch error (stimulus side) assuming 14 dB return loss)
	Measurement results from – 36 dB to – 30 dB, at signal power = P_max – 3 dB to P_max – 18 dB

	11 Input intermodulation Characteristics
	±1,2 dB

Formula: RSS CW1 level error, 2 x CW2 level error, and measurement error (using all errors = ±0,5 dB)
	

	12 Output Intermodulation
	2,1 dB Spectrum emission

Formula: RSS 2x Interference signal level error and Spectrum emission measurement level error. (1 dB interference signal level error is assumed.)

Due to carrier leakage for measurements specified in a 1MHz bandwidth close to the carrier (4 MHz to 8 MHz), integration of the measurement using several narrower bandwidth measurements may be necessary in order to achieve the above accuracy.

The interference from the signal generator ACLR shall be minimum 10 dB below that of a Base Station 

For spurious emission:

In UTRA and coexistence receive bands:
for results > -60 dBm
±2,0 dB
for results < -60 dBm
±3,0 dB

Outside above range:
emission power
f  2,2 GHz
±1,5 dB;
2,2 GHz < f 4 GHz
±2,0 dB;
f > 4 GHz 
±4,0 dB.

The interference signal must have a spurious emission level at least 10 dB below the spurious levels required in 9.2.
	

	13 Adjacent Channel Rejection Ratio
	(0,7 dB
	


===================== Unaltered text omitted; NEXT CHANGED SECTION ======================

7.4.2
Procedure

Measure the frequency error for both paths uplink and downlink of the Repeater.

===================== Unaltered text omitted; NEXT CHANGED SECTION ======================

8
Out of band gain

8.1
Definitions and applicability

Out of band gain refers to the gain of the Repeater immediately outside the pass band. The measurements shall apply to both paths uplink and downlink of the Repeater.
===================== Unaltered text omitted; NEXT CHANGED SECTION ======================

9.1.1
Void

===================== Unaltered text omitted; NEXT CHANGED SECTION ======================

11.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the Repeater to maintain the wanted frequency free of internally created interference.

The test requirements in Tables 11.2 may be applied for the protection of FDD Repeater input when GSM900, DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to XI are co-located with a UTRA FDD Repeater.

The additional test requirements in Tables 11.2A may be applied for the protection of FDD Repeater input when a UTRA TDD BS is co-located with a UTRA FDD Repeater.

This test applies to uplink and downlink path of the Repeater.

===================== Unaltered text omitted; NEXT CHANGED SECTION ======================

13
Adjacent Channel Rejection Ratio (ACRR)

13.1
Definitions and applicability

Adjacent Channel Rejection Ratio (ACRR) is the ratio of the RRC weighted gain per carrier of the repeater in the pass band to the RRC weighted gain of the repeater on an adjacent channel.

The requirement shall apply to the uplink and downlink of Repeater where the donor link is maintained via antennas (over the air Repeater).
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