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1. Introduction 

In this contribution, we provide radio link monitoring (RLM) results with the agreed simulation assumptions.  Initial results have already been provided in [2]. 
2. Discussion
The simulation scenarios based on [1] are summarized in Table 1 below.   

	Scenario
	Description
	Propagation model
	Antenna correlation
	Verification point

	RLM1
	1x2 8CCE DCI1A 10MHz
	AWGN
	Low
	10%

	RLM2
	1x2 8CCE DCI1A 10MHz
	Static 6 tap
	Low
	10%

	RLM3
	2x2 8CCE DCI1A 10MHz SFBC
	AWGN
	Low
	10%

	RLM4
	2x2 8CCE DCI1A 10MHz SFBC
	Static 6 tap
	Low
	10%

	RLM5
	1x2 4CCE DCI1C 10MHz
	AWGN
	Low
	2%

	RLM6
	1x2 4CCE DCI1C 10MHz
	Static 6 tap
	Low
	2%

	RLM7
	2x2 4CCE DCI1C 10MHz SFBC
	AWGN
	Low
	2%

	RLM8
	2x2 4CCE DCI1C 10MHz SFBC
	Static 6 tap
	Low
	2%

	RLM9
	1x2 8CCE DCI1A 10MHz
	ETU 70 Hz
	Low
	10%

	RLM10
	2x2 8CCE DCI1A 10MHz SFBC
	ETU 70 Hz
	Low
	10%

	RLM11
	1x2 4CCE DCI1C 10MHz
	ETU 70 Hz
	Low
	2%

	RLM12
	2x2 4CCE DCI1C 10MHz SFBC
	ETU 70 Hz
	Low
	2%

	RLM13
	1x2 8CCE DCI1A 10MHz
	Modified static 6-tap
	Low
	10%

	RLM14
	2x2 8CCE DCI1A 10MHz SFBC
	Modified static 6-tap
	Low
	10%

	RLM15
	1x2 4CCE DCI1C 10MHz
	Modified static 6-tap
	Low
	2%

	RLM16
	2x2 4CCE DCI1C 10MHz SFBC
	Modified static 6-tap
	Low
	2%

	RLM17
	1x2 8CCE DCI1A 10MHz
	ETU0
	Low
	10%

	RLM18
	2x2 8CCE DCI1A 10MHz SFBC
	ETU0
	Low
	10%

	RLM19
	1x2 4CCE DCI1C 10MHz
	ETU0
	Low
	2%

	RLM20
	2x2 4CCE DCI1C 10MHz SFBC
	ETU0
	Low
	2%


Table 1  RLM simulation cases
Note that we assumed realistic channel estimation and realistic noise estimation.  
The results are summarized in Table 2 below.

	 RLM Case
	SNR (dB)

	RLM1
	-13.4

	RLM2
	-8.9

	RLM3
	-13.4

	RLM4
	-8.9

	RLM5
	-7.65

	RLM6
	0.0

	RLM7
	-7.65

	RLM8
	0.0

	RLM9
	-10.08

	RLM10
	-11.02

	RLM11
	-4.83

	RLM12
	-5.99

	RLM13
	N/A

	RLM14
	N/A

	RLM15
	N/A

	RLM16
	N/A

	RLM17
	-15.1

	RLM18
	-15.1

	RLM19
	-9.5

	RLM20
	-9.5


Table 2  RLM simulation results

3. Conclusions

We have provided RLM simulation results.  
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