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1
Introduction

In [1-2], Dual-band HSDPA(1carrier+1carrier) operation was agreed. RAN4 start the work in March 2009 by identifying band combinations for DB-HSDPA operation. Once the band combinations are agreed, RNA4 will provide the combination schemes to RAN2, so that RAN2 can do the necessary updates to L2/L3 specifications. It is agreed to avoid too many combinations, so we propose a band combination scheme that applies only to Region 3 depending on the HSPA+ network deployment in China.
2
Frequency Band Combinations for Dual-band HSDPA

Table 1 lists existing UTRA FDD frequency bands as specified in [3].

Table 1: UTRA FDD frequency bands

	Operating Band
	UL Frequencies

UE transmit, Node B receive
	DL frequencies

UE receive, Node B transmit

	I
	1920 - 1980 MHz
	2110 -2170 MHz

	II
	1850 -1910 MHz
	1930 -1990 MHz

	III
	1710-1785 MHz
	1805-1880 MHz

	IV
	1710-1755 MHz
	2110-2155 MHz

	V
	824 - 849 MHz
	869-894 MHz

	VI
	830-840 MHz
	875-885 MHz

	VII
	2500-2570 MHz
	2620-2690 MHz

	VIII
	880 - 915 MHz
	925 - 960 MHz

	IX
	1749.9-1784.9 MHz
	1844.9-1879.9 MHz

	X
	1710-1770 MHz
	2110-2170 MHz

	XI
	1427.9 - 1452.9 MHz
	1475.9 - 1500.9 MHz

	XII
	698 – 716 MHz
	728 – 746 MHz

	XIII
	777 - 787 MHz
	746 - 756 MHz

	XIV
	788 – 798 MHz
	758 – 768 MHz


Table 2 lists existing frequency bands of IMT-2000 systems in China belonging to Region 3.

 Table 2: Existing frequency bands of China
	UL Frequencies
	DL frequencies
	Utilization Condition

	1920 - 1980 MHz
	2110 -2170 MHz
	WCDMA HSPA

	1740 -1755 MHz
	1835 -1850 MHz
	GSM/GPRS

	909-915 MHz
	954-960 MHz
	GSM/GPRS


Table 3 lists the band combination scheme that should be considered for the purpose of Release 9 specification of Dual-band HSDPA operation.
Table 3: Propositional Band Combinations for Dual-band HSPA operation

	Band Combination
	Band A
	Band B

	
	UL Frequencies
	DL Frequencies
	UL Frequencies
	DL Frequencies

	I
	III 
	1920 - 1980 MHz
	2110 -2170 MHz
	1710 - 1785 MHz
	1805 - 1880 MHz 

	I
	VIII 
	1920 - 1980 MHz
	2110 -2170 MHz
	880 - 915 MHz 
	925 - 960 MHz 


In the RAN4#50b meeting, the 2 band combinations, i.e. Bands I/VIII and Bands II/VIII, has been agreed for Regions 1 and 2 respectively [4]. So the Bands I/VIII is common for Region 1 and Region 3. It should consider the Bands I/III as another combination for Region 3.
3
Conclusions

In this document, the band combinations of Bands I/III and Bands I/VIII were proposed for the Dual-band HSDPA operation in Region 3. This suggestion should be considered in the Release 9 specification of Dual-band HSDPA operation.
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