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1
Background and discussion
Operating band unwanted emissions for Band Category 3 were discussed in [1]. It is proposed to use the same requirements as BC category 1. This document provides a text proposal for the MSR TR to extend the unwanted emission requirements for BC3.

2
Text Proposal
----------------------------------------------------------Start of text proposal-------------------------------------------------------------
6.6.1.8
Minimum requirement (Band Category 3)

Operating band unwanted emission requirements are defined above the upper and below the lower RF bandwidth edge located at FBW RF,high , respectively FBW RF,low and shall apply within the operating band and in addition the frequency ranges 10 MHz above and 10 MHz below this band. Unwanted emissions outside this frequency range shall be limited by spurious emissions requirements.
The requirements shall apply whatever the type of transmitter considered (single RAT or multi-RAT, single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The requirements shall apply with values for Foffset, RAT as specified in Table 5.3.2-1.

Emissions shall not exceed the maximum levels specified in the tables below, where:

-
(f is the separation between the RF bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the RF bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Since the limits are to a large part based on regulatory requirements taken, the test tolerance shall be zero when deriving the test requirement for out-of-band Operating band unwanted emissions.

Table 6.6.1.8-1: Operating band unwanted emission mask (UEM) 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 2)

	0 MHz ( (f < 0.2 MHz
	0.015MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 1)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( [10 MHz] 
	1.5 MHz ( f_offset < [10.5 MHz]
	-13 dBm
	1 MHz 

	[10 MHz] ( (f ( (fmax
	[10.5 MHz] ( f_offset < f_offsetmax 
	[-15 dBm]
	1 MHz 


NOTE 1:
This frequency range ensures that the range of values of f_offset is continuous.

NOTE 2:
As a general rule for the requirements in subclause 6.6.1.3, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
NOTE3: These requirements apply for 1.28Mcps and 3.84Mcps TDD option. The requirements for 7.68Mcps TDD option are FFS.
----------------------------------------------------------End of text proposal-------------------------------------------------
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