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Agenda Proposal
1. HNB

a. TP for the TR 25.967 (20 min)
· CR 1757 from NTTDOCOMO, Vodafone, and Qualcomm for enhanced HNB interference coordination based on network control
· 1688, from Qualcomm, NTT-Docomo, and Vodafone, Analysis of HNB Coverage and HNB Interference to Macro UE for Enhanced Interference Management 
· TP 2008 (revised version of 1938), from Qualcomm, NTT-Docomo, and Vodafone, Enhancements for Control of HNB Tx Power  

Items to discuss:

· Can we approve CR 1757?
· Can we approve TP 2008?
Agreed way forward:
2. HeNB

a. FDD HeNB (40 min)
· Simulation assumptions for approval: Alcatel-Lucent 1731, 1796
· Simulation results: Alcatel-Lucent 1732, PicoChip 1785, Qualcomm 1906, 1907, 1908
· Interference Scenario for approval: Vodafone 1976
· Adjacent channel protection following the same requirements used for HNB: Qualcomm 1904, 1932
Items to discuss:

· Can we approve simulation assumptions 1731 and 1796?
· Can we approve the interference scenario 1976?

· Can we agree the TP from 1932

Agreed way forward:
b. TDD HeNB (30 min)
· Synchronization requirements: CMCC 1786, Qualcomm 1902

· Performance of Time and Frequency Synchronization using Coordinated Silence: Qualcomm 1901
· Frequency error requirements: CATT 1736

· ACLR requirements: CMCC 1789, 1790

· Preliminary simulation results: CMCC 1788

· TP for interference scenarios and deployment configurations: CMCC 1787

· TP for HeNB timing accuracy requirements: Qualcomm 1931 
Items to discuss:

· Can we agree the TP for interference scenarios and deployment configurations?
· Can we agree the TP for HeNB timing accuracy requirements?
Agreed way forward:














































































































































































