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1
Introduction
In the current MSR specification, the UTRA TDD interfering signal for BC3 is not defined. This document presents text proposal for the interference signal definition.

2
Discussion

In the MSR specification, some requirements need UTRA TDD interfering signal, such as receiver intermodulation requirement. According to TS25.105, the UTRA TDD interfering signal is defined as 1,28 Mcps TDD option signal with one code for UTRA 1.28Mcps TDD option and WCDMA option signal with one code for UTRA 3.84Mcps/7.68Mcps TDD option.
It is proposed to define UTRA TDD interfering signal in MSR specification as in TS25.105. The text proposal is included in section 4.
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Text Proposal

============================== Start of Text Proposal ===========================

A.1
UTRA interfering signal

The UTRA interfering signal shall be a DPCH containing the DPCCH and one DPDCH. The data content for each channelization code shall be uncorrelated with each other and to the wanted signal and spread and modulated according to clause 4 of TS 25.213. Further characteristics of DPDCH and DPCCH are specified in Table A.1-1.
Table A.1-1: Characteristics of UTRA interfering signal

	Channel
	Bit Rate
	Spreading Factor
	Channelization Code
	Relative Power

	DPDCH
	240 kbps
	16
	4
	0 dB

	DPCCH
	15 kbps
	256
	0
	-5.46 dB

	NOTE:
The DPDCH and DPCCH settings are chosen to simulate a signal with realistic Peak to Average Ratio.


The UTRA interfering signal for band category 3 shall be UTRA TDD signal with one code. The data content shall be uncorrelated to the wanted signal. They are specified in Table A.1-2.
Table A.1-2: Characteristics of UTRA TDD interfering signal

	UTRA TDD option
	Type of Interfering Signal

	1.28Mcps TDD option
	1,28 Mcps TDD Option signal with one code*

	3.84 and 7.86 TDD option
	WCDMA signal with one code

	*Note: the channelisation code ID and Midamble shift shall be different with the wanted signal’s.
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