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Introduction

In this contribution we propose channel numbers for UTRA and E-UTRA. Since many bands are currently under investigation we let the 800 MHz band for Europe become band XXII/22. Band 20 will likely be assigned to the lower 3.5 GHz band, i.e. 3410-3600 MHz [1,2]. Band XXI/21 will probably be used for the extension of 1500 MHz in Japan [3].

Assigning EARFCN for E-UTRA is straight forward, i.e. it is just a matter of extending the current table. For UTRA the matter is slightly more complicated. We have selected the first (i.e. lowest UARFCN) free chunk where there is 30 MHz available. For this band there is no need for additional UARFCN since the band is expected to be divided into 5 MHz blocks.
Proposal

It is proposed that the attached text proposal is implemented in the current version of the TR [4] for the WI.
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Study of UTRA requirements

<text will be added>
5.1
Band and channel arrangement


For the band 790-862 MHz the band arrangement for Europe is detailed in subclause 4.2. The band is arranged as 2x30 MHz with 11 MHz duplex gap:
- FDD Uplink: 832 – 862 MHz
- FDD Downlink: 791 – 821 MHz
Note the reverse duplex arrangement to protect broadcast receivers below the band.
The band is given number XXII / 22. The The band is expected to be allocated in blocks of 5 MHz. Thus there does not seem to be a need for additional channel numbers beside the default 200 kHz channel raster. UARFCN definitions is given in table 5.1.1-1 and 5.1.1-2 and EARFCN in table 5.1.2-1.
5.1.1
UTRA
Table 5.1.1-1: UARFCN definition (general)
	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency (FUL) range [MHz] 
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency (FDL) range [MHz]

	
	
	FUL_low
	FUL_high
	
	FDL_low
	FDL_high

	I
	0
	1922.4
	1977.6
	0
	2112.4
	2167.6

	II
	0
	1852.4
	1907.6
	0
	1932.4
	1987.6

	III
	1525
	1712.4
	1782.6
	1575
	1807.4
	1877.6

	IV
	1450
	1712.4
	1752.6
	1805
	2112.4
	2152.6

	V
	0
	826.4
	846.6
	0
	871.4
	891.6

	VI
	0
	832.4
	837.6
	0
	877.4
	882.6

	VII
	2100
	2502.4
	2567.6
	2175
	2622.4
	2687.6

	VIII
	340
	882.4
	912.6
	340
	927.4
	957.6

	IX
	0
	1752.4
	1782.4
	0
	1847.4
	1877.4

	X
	1135
	1712.4
	1767.6
	1490
	2112.4
	2167.6

	XI
	733
	1430.4
	1450.4
	736
	1478.4
	1498.4

	XII
	-22
	700.4
	713.6
	-37
	730.4
	743.6

	XIII
	21
	779.4
	784.6
	-55
	748.4
	753.6

	XIV
	12
	790.4
	795.6
	-63
	760.4
	765.6

	XIX
	770
	832.4
	842.6
	735
	877.4
	887.6

	XX
	2555
	3412.4
	3497.6
	2610
	3512.4
	3597.6

	XXI
	1359
	1450.4
	1460.6
	1326
	1498.4
	1508.6

	XXII
	-113
	834.4
	859.6
	-199
	793.4
	818.6


Table 5.1.1-2: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency [MHz]

(FUL)
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency [MHz]

(FDL)

	I
	-
	-
	-
	-

	II
	1850.1


	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5
	1850.1


	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5

	III
	-
	-
	-
	-

	IV
	1380.1


	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5 1742.5, 1747.5, 1752.5
	1735.1


	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5

	V
	670.1


	826.5, 827.5, 831.5, 832.5, 837.5, 842.5
	670.1


	871.5, 872.5, 876.5,

877.5, 882.5, 887.5

	VI
	670.1


	832.5, 837.5
	670.1


	877.5, 882.5

	VII
	2030.1


	2502.5, 2507.5, 2512.5,

2517.5, 2522.5, 2527.5,

2532.5, 2537.5, 2542.5,

2547.5, 2552.5, 2557.5,

2562.5, 2567.5
	2105.1


	2622.5, 2627.5, 2632.5,

2637.5, 2642.5, 2647.5,

2652.5, 2657.5, 2662.5,

2667.5, 2672.5, 2677.5,

2682.5, 2687.5

	VIII
	-
	-
	-
	-

	IX
	-
	-
	-
	-

	X
	1075.1
	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5, 1742.5, 1747.5, 1752.5, 1757.5, 1762.5, 1767.5
	1430.1
	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5, 2157.5, 2162.5, 2167.5

	XI
	-
	-
	-
	-

	XII
	-39.9
	700.5, 701.5, 706.5, 707.5, 712.5, 713.5
	-54.9
	730.5, 731.5, 736.5, 737.5, 742.5, 743.5

	XIII
	11.1
	779.5, 784.5
	-64.9
	748.5, 753.5

	XIV
	2.1
	790.5, 795.5
	-72.9
	760.5, 765.5

	XIX
	755.1
	832.5, 837.5, 842.5
	720.1
	877.5, 882.5, 887.5

	XX
	-
	-
	-
	-

	XXI
	-
	-
	-
	-

	XXII
	-
	-
	-
	-


5.1.2
LTE
Table 5.1.2-1 EARFCN definition
	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	600 – 1199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 21449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4999
	1427.9
	22750
	22750 – 22999

	12
	728
	5000
	5000 – 5179
	698
	23000
	23000 – 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 – 5849
	704
	23730
	23730 – 23849

	18
	860
	5850
	5850 – 5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 – 6149
	830
	24000
	24000 – 24149

	20
	3510
	6150
	6150 – 7049
	3410
	24150
	24150 – 25049

	21
	1495.9
	7050
	7050 – 7199
	1447.9
	25050
	25050 – 25199

	22
	791
	7200
	7200 – 7499
	832
	25200
	25200 – 25199


5.2
Coexistence with other technologies

<text will be added>
