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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BS
Base Station

BER
Bit Error Ratio

BLER
Block Error Ratio

CW
Continuous Wave (unmodulated signal)
DB-DC-HSDPA
Dual Band Dual Cell HSDPA 
DC-HSDPA
Dual Cell HSDPA

DL
Down Link (forward link)

FDD
Frequency Division Duplexing

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access

MIMO
Multiple Input Multiple Output
Pout
Output Power

PRAT
Rated Output Power

PHS
Personal Handyphone System

PPM
Parts Per Million

QPSK
Quadrature Phase Shift Keying

RSSI
Received Signal Strength Indicator

SIR
Signal to Interference ratio

TDD
Time Division Duplexing

TPC
Transmit Power Control

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment
UL
Up Link (reverse link)

WCDMA
Wideband Code Division Multiple Access

-- NEXT MODIFIED SECTION --
5
Frequency bands and channel arrangement

5.1
General

The information presented in this section is based on a chip rate of 3.84 Mcps.

NOTE 1:
Other chip rates may be considered in future releases.

5.2
Frequency bands

a)
UTRA/FDD is designed to operate in the following paired bands:

Table 5.0: Frequency bands

	Operating Band
	UL Frequencies
UE transmit, Node B receive
	DL frequencies
UE receive, Node B transmit

	I
	1920 - 1980 MHz
	2110 -2170 MHz

	II
	1850 -1910 MHz
	1930 -1990 MHz

	III
	1710-1785 MHz
	1805-1880 MHz

	IV
	1710-1755 MHz
	2110-2155 MHz

	V
	824 - 849MHz
	869-894MHz

	VI
	830-840 MHz
	875-885 MHz

	VII
	2500 - 2570 MHz
	2620 - 2690 MHz

	VIII
	880 - 915 MHz
	925 - 960 MHz

	IX
	1749.9 - 1784.9 MHz
	1844.9 - 1879.9 MHz

	X
	1710-1770 MHz
	2110-2170 MHz

	XI
	1427.9 - 1452.9 MHz
	1475.9 - 1500.9 MHz

	XII
	698 - 716 MHz
	728 - 746 MHz

	XIII
	777 - 787 MHz
	746 - 756 MHz

	XIV
	788 - 798 MHz
	758 - 768 MHz

	XV
	Reserved
	Reserved

	XVI
	Reserved
	Reserved

	XVII
	Reserved
	Reserved

	XVIII
	Reserved
	Reserved

	XIX
	830 – 845 MHz
	875 -890 MHz


b)
Deployment in other frequency bands is not precluded
c)   DB-DC-HSDPA is designed to operate in the following configurations:

Table 5.0A: DB-DC-HSDPA configurations

	DB-DC-HSDPA Configuration
	UL Band
	DL Bands

	1
	I or VIII
	I and VIII

	2
	II or IV
	II and IV

	3
	I or V
	I and V


-- NEXT MODIFIED SECTION --
6
Transmitter characteristics

6.1
General

Unless otherwise stated, the requirements in Section 6 assume single band transmission without diversity or MIMO. In case of DB-DC-HSDPA, transmit diversity or MIMO transmission the requirements apply to each antenna connector separately, with the other one(s) terminated. Unless otherwise stated, the requirements are unchanged.
A BS supporting DC-HSDPA and DB-DC-HSDPA transmits two cells simultaneously. A BS supporting DC-HSDPA transmits two cells simultaneously on adjacent carrier frequencies.
Unless otherwise stated, the transmitter characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).
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Figure 6.1: Transmitter test ports
-- NEXT MODIFIED SECTION --
6.8.4
Time alignment error in Tx Diversity, MIMO transmission, DC-HSDPA and DB-DC-HSDPA
In Tx Diversity and MIMO transmission, signals are transmitted from two antennas. These signals shall be aligned. The time alignment error in Tx Diversity and MIMO transmission is specified as the delay between the signals from the two diversity antennas at the antenna ports. 

For dual cell transmissions (DC-HSDPA and DB-DC-HSDPA), the time alignment error is defined as the delay between the signals from the two cells at the antenna ports.
6.8.4.1
Minimum Requirement

The time alignment error in DC-HSDPA, Tx Diversity or MIMO transmission shall not exceed ¼ Tc.
The time alignment error in DB-DC-HSDPA shall not exceed 5*Tc.
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